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Abstract of the contribution: the P-CR removes the concept of the UE deregistration at the end of a communication (without signalling it explicitly in Deregistration Request). 
1. Discussion
TS 23.501 has introduced in section 5.4.1.4 the concept that a UE, after having indicated it in the registration procedure, the UE  will consider the end of the communication as deregistration without performing any explicit deregistration signalling procedure.

Concerns were raised about this feature:

· The motivation for the feature was to reduce the signalling by avoiding explicit deregistration. However:

· Weighing the signalling optimisation by omitting one NAS message (Deregistration Request) in a situation when the UE is already in CM-CONNECTED state versus the additional Registration procedure signalling that would occur when the connection ends prematurely for whatever reason shows that: 

· The signalling optimisation potential of the Deregistration at the end of communication procedure is low

· In error situations, this procedure will increase both the signalling load and the processing load in the network. 
· RLF is an example of such case. If the “end of communication” (and consequently deregistration) is triggered by an RLF prematurely, then the UE would need to re-register first before continuing the signalling that was aborted due to failure. 
· It has been agreed that IoT-related feature are not part of the Rel. 15 WID, and the merits of this procedure are questionable even in IoT use, so this feature does not really bring any benefit to phase-1. 
Therefore, it is proposed to remove the whole feature from TS 23.501.
The editorial correction in clause 5.3.2.2.2 is not related with the main topic of this proposal. 
2. Proposal
It is proposed to accept the following changes to TS 23.501.
FIRST CHANGE

5.3.2.2
5GS Registration Management states

5.3.2.2.1
General

Two RM states are used in the UE and the AMF that reflect the registration status of the UE in the selected PLMN:

-
RM-DEREGISTERED.

-
RM-REGISTERED.

5.3.2.2.2
RM-DEREGISTERED state

In the RM‑DEREGISTERED state, the UE is not registered with the network. The UE context in AMF holds no valid location or routing information for the UE so the UE is not reachable by the AMF. However, some parts of UE context may still be stored in the UE and the AMF e.g. to avoid running an authentication procedure during every Registration procedure.

In the RM-DEREGISTERED state, the UE shall:

-
attempt to register with the selected PLMN using the initial registration procedure if it needs to receive service that requires registration (see TS 23.502 [3] clause 4.2.2.2).

-
remain in RM-DEREGISTERED state if receiving a Registration Reject upon initial registration (see TS 23.502 [3] clause 4.2.2.2).

-
enter RM-REGISTERED state upon receiving a Registration Accept (see TS 23.502 [3] clause 4.2.2.2).

In the RM-DEREGISTERED state, the AMF shall:

-
when applicable, accept the initial registration of a UE by sending a Registration Accept to this UE and enter RM-REGISTERED state (see TS 23.502 [3] clause 4.2.2.2); or

-
when applicable, reject the initial registration of a UE by sending a Registration Reject to this UE (see TS 23.502 [3] clause 4.2.2.2).

5.3.2.2.3
RM-REGISTERED state

In the RM‑REGISTERED state, the UE is registered with the network. In the RM-REGISTERED state, the UE can receive services that require registration with the network.

In the RM-REGISTERED state, the UE shall:

-
perform mobility Registration Update procedure if the current TAI of the serving cell (see TS 37.nnn) is not in the list of TAIs that the UE has received from the network in order to maintain the registration and enable the AMF to page the UE;

-
perform periodic Registration Update procedure triggered by expiration of the periodic update timer to notify the network that the UE is still active.

-
perform a Registration Update procedure to update its capability information or to re-negotiate protocol parameters with the network;

-
perform Deregistration procedure (see TS 23.502 [3] clause 4.2.2.3.1), and enter RM-DEREGISTERED state, when the UE needs to be no longer registered with the PLMN. The UE may decide to deregister from the network at any time.

-
enter RM-DEREGISTERED state when receiving a Registration Reject message or a Deregistration message. The actions of the UE depend upon the 'cause value' in the Registration Reject message. See TS 23.502 [3] clause 4.2.2.

In the RM-REGISTERED state, the AMF shall:

-
perform Deregistration procedure (see TS 23.502 [3] clauses 4.2.2.3.2, 4.2.2.3.3), and enter RM-DEREGISTERED state, when the UE needs to be no longer registered with the PLMN. The network may decide to deregister the UE at any time;

-
perform Implicit Deregistration at any time after the Implicit Deregistration timer expires. The AMF shall enter RM-DEREGISTERED state after Implicit Deregistration;


-
when applicable, accept or reject Registration Updates or Service Requests from the UE. The AMF may reject a UE registration upon rejecting a Registration Update from the UE;

5.3.2.2.4
5GS Registration Management State models
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Figure 5.3.2.2.4-1: RM state model in UE
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Figure 5.3.2.2.4-2: RM state model in AMF

Editor's note:
More transition case (e.g. Handover from/to EPS, for Back-off) will be added upon discussion result on Interworking and stage3.
Next CHANGE

5.4
3GPP access specific aspects

5.4.1
UE reachability in CM-IDLE

5.4.1.1
General

Reachability management is responsible for detecting whether the UE is reachable and providing UE location (i.e. access node) for the network to reach the UE. This is done by paging UE and UE location tracking. The UE location tracking includes both UE registration area tracking (i.e., UE registration area update) and UE reachability tracking ((i.e. UE periodic registration area update)). Such functionalities can be either located at 5GC (in case of CM-IDLE state) or NG-RAN (in case of CM-CONNECTED state).

The UE and the AMF negotiate UE reachability characteristics in CM-IDLE state during registration and registration update procedures.

Two UE reachability categories are negotiated between UE and AMF forCM-IDLE state:

1.
UE reachability allowing Mobile Terminated data while the UE is CM-IDLE mode.

-
The UE location is known by the network on a Tracking Area List granularity

-
Paging procedures apply to this category.

-
Mobile originating and mobile terminated data apply in this category for both CM-CONNECTED and CM-IDLE mode.

2.
Mobile Initiated Connection Only (MICO) mode:

-
Mobile originated data applies in this category for both CM-CONNECTED and CM-IDLE mode.

-
Mobile terminated data is only supported when the UE is in CM-CONNECTED mode.

Whenever a UE enters CM-IDLE state, it starts a periodic registration timer according to the periodic registration timer value received from the AMF during a registration procedure.

The AMF allocates a periodic registration timer value to the UE based on local policies, subscription information and information provided by the UE. After the expiry of the periodic registration timer, the UE shall perform a periodic registration. If the UE moves out of network coverage when its periodic registration timer expires, the UE shall perform a registration update when it next returns to the coverage.
The AMF runs a Mobile Reachable timer for the UE. The timer is started with a value longer than the UE's periodic registration timer whenever the CM state for the UE changes to CM-IDLE. The AMF stops the Mobile Reachable timer, if the AMF moves to CM-CONNECTED state. If the Mobile Reachable timer expires, the AMF determines that the UE is not reachable.
However, the AMF does not know for how long the UE remains not reachable, thus the AMF shall not immediately de-register the UE. Instead, after the expiry of the Mobile Reachable timer, the AMF should clear the PPF flag and shall start an Implicit De-registration timer, with a relatively large value. The AMF shall stop the Implicit Deregistration timer and set the PPF flag if the AMF moves to CM-CONNECTED state.
NOTE:
the AMF considers the UE in CM-IDLE state always unreachable if the UE is in MICO mode (refer to clause 5.4.1.3).

If the PPF is not set, the AMF does not page the UE and shall reject any request for delivering DL signalling or data to this UE.

If the Implicit De-registration timer expires before the UE contacts the network, the AMF implicitly de-register the UE.
As part of deregistration for a particular access (3GPP or non-3GPP), the AMF shall request the UE's related SMF to release the PDU sessions established on that access.
5.4.1.2
UE reachability allowing mobile terminated data while the UE is CM-IDLE

5.4.1.2.1
General characteristics

A UE is reachable by CN paging in CM-IDLE state unless the UE applies MICO mode.
5.4.1.3
Mobile Initiated Connection only (MICO) mode

A UE may indicate preference for MICO mode during initial registration or registration update. The AMF, based on local configuration, UE indicated preferences, UE subscription information and network policies, or any combination of them, determines whether MICO mode is allowed for the UE and indicates it to the UE during Registration procedure.

The UE and core network re-initiates or exits the MICO mode at subsequent registration signalling. If MICO mode is not indicated explicitly in Registration procedure and registration procedure is successful, then both the UE and the AMF shall not use the MICO mode i.e. the UE behaves as a normal UE and the network treats the UE as a normal UE.

The AMF assigns a registration area to the UE during the registration procedure. When the AMF indicates MICO mode to a UE, the registration area is not constrained by paging area size. If the AMF serving area is the whole PLMN, based on local policy, and subscription information, may decide to provide an "all PLMN" registration area to the UE. In that case, re-registration to the same PLMN due to mobility does not apply.

If mobility restrictions are applied to a UE in MICO mode, the AMF needs to allocate an allowed area/non-allowed area to the UE as specified in clause 5.3.4.1.
When the AMF indicates MICO mode to a UE, the AMF considers the UE always unreachable while in CM-IDLE. The AMF rejects any request for downlink data delivery for UE in MICO mode and CM-IDLE with an appropriate cause. The AMF also defers downlink transport over NAS for SMS, location services, etc. The UE in MICO mode is only reachable for mobile terminated data or signalling when the UE is in CM-CONNECTED mode.

A UE in MICO mode need not listen to paging while in CM-IDLE. A UE in MICO mode may stop any access stratum procedures in CM-IDLE, until the UE initiates CM-IDLE to CM-CONNECTED mode procedures due to one of the following triggers:

-
A change in the UE (e.g. change in configuration) requires an update its registration with the network.

-
Periodic registration timer expires.

-
MO data pending.

-
MO signalling pending (e.g. SM procedure initiated).

If a registration area that is not the "all PLMN" registration area is allocated to a UE in MICO mode, then the UE determines if it is within the registration area or not when it has MO data or MO signalling.




END OF CHANGES
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