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Abstract of the contribution: Removal of redundant ENs and solution to some ENs in RM and CM area
1
Discussion

It is proposed to solve some of the remaining editor's notes in the RM and CM clauses as follows: 
1. The EN in clause 5.3.2.2.4 promises too much when it is saying that more RM will be added based on the interworking and stage 3 needs. It is proposed to reverse that assumption and to remove the EN, leaving it for the new proposals to justify the need for new states. 
2. It is not clear whether the statement in red ink in clause 5.4.1.2.1 is intended as an editor's note or normative text. It is proposed to remove the ambiguity by aligning the text with the terminology that is used in the other clauses and using black font. 

3. In clause 5.4.5.1 it is proposed to solve the editor's note on DRX with a reference to TS 38.300 that already explain the DRX scheme in clauses 9.2.5 and 11.

2
Proposal

It is proposed to make the following updates to 3GPP TS 23.501.
-----------------------------FIRST CHANGE-------------------------------------
5.3.2.2.4
5GS Registration Management State models
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Figure 5.3.2.2.4-1: RM state model in UE
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Figure 5.3.2.2.4-2: RM state model in AMF


-----------------------------NEXT CHANGE-------------------------------------
5.4.1.2.1
General characteristics

The AMF considers a UE to be reachable by CN paging if the UE CM state in the AMF is CM-IDLE state unless the UE applies MICO mode.
-----------------------------NEXT CHANGE-------------------------------------
5.4.5.1
General

The 5G system supports DRX architecture which allows Idle mode DRX cycle is negotiated between UE and the AMF. The Idle mode DRX cycle applies in CM-IDLE state. During the registration procedure, a UE may provide DRX parameters (i.e. Idle mode DRX cycle) that the UE wants to use and the AMF returns the DRX parameters to be used. For details of DRX parameters, see TS 38.300 [27].

If the UE does not provide any DRX parameters during registration procedure to the AMF, the DRX cycle broadcasted by the RAN is applied to the UE.

The UE specific DRX Parameters are sent from the old AMF to the new AMF as part of the MM context information during the AMF change mobility
-----------------------------END OF CHANGES-------------------------------------
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