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Abstract of the contribution: This pCR describes the handover procedures between EPC/E-UTRAN and 5GC/N3IWF in both directions.
Discussion
The handover procedures between EPC/E-UTRAN and 5GC/N3IWF are discussed in tdoc S2-176927.
Proposal

It is proposed to update TS 23.502 as follows.
FIRST CHANGE
4.11
System interworking procedures with EPS

4.11.x
Handover procedures between EPS and 5GC-N3IWF
4.11.x.1
Handover from EPS to 5GC-N3IWF
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1. Registration procedure per clause 4.12.2

2. UE requested PDU Session Establishment per clause 4.12.5

3. EPC and E-UTRAN resource release per TS 23.401 figure 5.4.4.1-1


Figure 4.11.x.1-1: Handover from EPS to 5GC-N3IWF
0. Initial status: one or more PDU sessions have been established between the UE and the SMF/UPF via untrusted non-3GPP access.

1. The UE initiates Registration procedure (with 5G-GUTI is available or SUPI if not) per clause 4.12.2.
2. The UE initiates a UE requested PDU Session Establishment via Untrusted non-3GPP Access per clause 4.12.5.
3. The combined PGW+SMF/UPF initiates a PDN GW initiated bearer deactivation as described in TS 23.401 [13] clause 5.4.4.1 to release the EPC and E-UTRAN resources.
4.11.x.2
Handover from 5GC-N3IWF to EPS
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1. Attach procedure per TS 23.401 clause 5.3.2.1 E-UTRAN Initial Attach with handover indication

2. 5GC and N3IWF resource release per figure 4.12.6-1 steps 3 to 7

 Figure 4.11.x.2-1: Handover from 5GC-N3IWF to EPS
0.
Initial status: one or more PDU sessions have been established between the UE and the SMF/UPF via untrusted non-3GPP access.
1.
The UE initiates an Handover Attach procedure as described in TS 23.401 [13] as for a non-3GPP to EPS handover, except note 17.
2.
The combined PGW+SMF/UPF initiates a network requested PDU Session modification via Untrusted non-3GPP access per figure 4.12.6-1 steps 3 to 7 to release the 5GC and N3IWF resources.
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1. Attach procedure per TS 23.401 clause 5.3.2.1 E-UTRAN Initial Attach with handover indication


2. 5GC and N3IWF resource release per figure 4.12.6-1 steps 3 to 7
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