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Abstract of the contribution: Update clause 6.6. in 23.503.

· Move the A 3.1.8 into normal text 
· Resolve editor’s note 

1 Discussion
The EN in A 3.1.6 is proposed to be resolved as follow:
In Clause A 3.1.6, TS 23.503
“Editor's note:
How RFSP Index is adopted in 5G is FFS.”

According to TS 23501 clause 5.3.4.3, the AMF can get RFSP index from UDM and PCF, and choose one RFSP index based on the possible RFSP it received and other UE related context e.g. UE’s usage setting and send it to RAN to derivate related parameters for UE idle mode camping, therefore, it is upon AMF to adopt the RFSP index for the UE. And the PCF only provide the RFSP index to AMF.
The AMF decide and send it to RAN to derivate related parameters for UE idle mode camping, therefore, it is upon AMF to adopt the RFSP index for the UE. And the PCF only provide the RFSP index to AMF. 
Proposal: It is the AMF to decide which RFSP Index should be adopted. This EN is not in scope of PCC agenda and should be removed.
2 Proposed text to clause 6.6 in TS 23.503 on the basis of A 3.1.6
·  The text with the author name “Yang Xu” is the original text in A 3.1.6.
·  The text with author name “Yang Xu2” is the modification based on the original text
*****************************Start of Change***************************
6.6
UE access and mobility related policy information

Editor's note:
This clause will cover functionality that is independent from PCC related functionality.
6.6.1
UE Access and Mobility Management Control

UE Access and Mobility Management control comprises policy rules for the UE Access and Mobility Management e.g. the provisioning of information about allowed areas for the UE.

6.6.1.1
UE Access and Mobility Management Control Policy Information

To enable the enforcement in the 5GC system of the access and mobility policy decisions made by the PCF for the control of the service area restrictions and RAT/Frequency the UE camps on, the 5GC system may provide 5G Access and Mobility Control Policies from the PCF to the AMF.

The 5G Access and Mobility Control Policy consists of the following components:

1.
Service Area Restrictions, as described in clause 5.3.4

2.
RFSP Index.


A UE's subscription may contain Allowed and/or Non-Allowed Service Area Restrictions, which might be further adjusted by PCF based on policies, either by expanding an allowed area or by reducing a non-allowed area or by increasing the maximum allowed number of tracking areas.

UEs' subscription may contain RFSP Index information. The RFSP Index may be managed by PCF in 5GS based on policies.

Table A.3.1.6.1-1 lists the information that composes the 5G Access and Mobility Control Policies

Table 6.6.1.1-1
5G Access and Mobility Control Policies attributes

	Attribute
	Description

	List of Service Area Restriction elements (NOTE 1)
	Defines

-
Whether Service Area Restriction is 'Allowed' or 'Non-allowed' area.

-
The list of TAs for the Service Area Restriction (applicable to 'Allowed' and 'Non-allowed' areas).

-
The maximum number of allowed TAs (applicable to 'Allowed' areas) (NOTE 2).

	RFSP Index
	Defines the RFSP Index that applies for a UE

	NOTE 1:
The list of TAs per Service Area Restriction may contain one or more (up to 16) entire tracking areas (See clause 5.3.4.1.2).

NOTE 2:
An 'Allowed' area description consists either, on the list of TAs for the Service Area Restriction, or on the maximum number of allowed TAs.


At UE registration, in a RAT that supports Service Area Restrictions, the PCF provides all the Service Area Restrictions result of policy evaluation to the AMF. When the PCF does not provide any Service Area Restriction (i.e., there is no service area restriction), the PCF is indicating to the AMF that the UE is located in an Unlimited Allowed service area.

The PCF may apply Service Area Restrictions at any time during the life time of the UE registration and may change the list of Service Area Restrictions previously provided. The PCF may also modify the list(s) of TAs of an Allowed or Non-Allowed Service area and/or the maximum number of TAs of the Allowed Service Area. Different events may trigger Service Area Restrictions re-evaluation, as e.g. RAT change, or change of serving AMF due to mobility.

At UE registration, in a RAT that supports RFSP Index, the PCF provides the RFSP Index to the AMF. 
The PCF may evaluate the applicable RFSP Index at any time during the life time of the UE registration, due to different events, as e.g. change of RAT or change of serving AMF due to mobility, and provide an updated RFSP Index to AMF if needed
***************************End of Change****************************
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