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Abstract of the contribution: This contribution proposes to delete an EN about the relation between SSC mode and slicing in section 5.6.9.3 in TS 23.501.
Introduction
This P-CR is proposed to solve the following FFS in section 5.6.9.3:
Editor's note:
Whether SSC mode related subscription is related with slicing is FFS.
The description related to subscription information for S-NSSAI, SSC mode and DNN is as follows:

1. In section 5.15.3: “Subscription information for each S-NSSAI may contain multiple DNNs and one default DNN.” 

2. In section 5.6.9.3: “The SMF receives from the UDM the list of supported SSC modes and the default SSC mode per DNN as part of the subscription information.”
Based on the above description, examples of the subscription information for S-NSSAI, DNN and SSC mode is as follows.
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Table 1 Example of subscribed
S-NSSAland the related DNN and the supported SSC mode
Subscribed | Related DNN Subscribed | Supported SSC mode
S-NSSAL DNN

S-NSSAI1 [DNN1 DNN1  [SSCmodel

S-NSSAI2 |DNN1,DNN2 DNN2  [SSCmode1.SSC mode2





Based on the table above, the SSC mode of the S-NSSAI is limited by the DNN supported by S-NSSAI. So the relationship between SSC mode and slice is already described in the current specification. We propose to delete the EN.

Proposal
It is proposed to delete the FFS related to SSC mode in section 5.6.9.3 in TS 23.501.
* * * Start of Change * * * *
5.6.9.3
SSC mode selection

The SSC mode selection policy shall be used to determine the type of session and service continuity mode associated with an application or group of applications for the UE.

It shall be possible for the operator to provision the UE with SSC mode selection policy. This policy includes one or more SSC mode selection policy rules which can be used by the UE to determine the type of SSC mode associated with an application or group of applications. The policy may include a default SSC mode selection policy rule that matches all applications of the UE.

When an application requests data transmission (e.g. opens a network socket) and the application itself does not specify the required SSC mode, the UE determines the SSC mode associated with this application by using the SSC mode selection policy; and:

a)
If the UE has already an established PDU session that matches the SSC mode associated with the application, then the UE routes the data of the application within this PDU session unless other conditions in the UE do not permit the use of this PDU session. Otherwise, the UE requests the establishment of a new PDU session with an SSC mode that matches the SSC mode associated with the application.

b)
The SSC mode associated with the application is either the SSC mode included in a non-default SSCMSP rule that matches the application or the SSC mode included in the default SSC mode selection policy rule, if present. If the SSCMSP does not include a default SSCMP rule and no other rule matches the application, then the UE requests the PDU session without providing the SSC mode. In this case, the network determines the SSC mode of the PDU session.

The SSC mode selection policy rules provided to the UE can be updated by the operator.

The SMF receives from the UDM the list of supported SSC modes and the default SSC mode per DNN as part of the subscription information.


If a UE provide an SSC mode when requesting a new PDU session, the SMF selects the SSC mode by either accepting the requested SSC mode or modifying the requested SSC mode based on subscription and/or local configuration.

If a UE does not provide an SSC mode when requesting a new PDU session, then the SMF selects the default SSC mode for the data network listed in the subscription or applies local configuration to select the SSC mode.

The SMF shall inform the UE of the selected SSC mode for a PDU session.

* * * End of Change * * * *
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