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1. Overall Description:

SA2 would like to thank RAN2 for their LS on SDAP header design, and to provide the following answers: 
Size of the QFI field: SA2 has no strong preference regarding the exact size of the QFI field at the AS. However, SA2 would like to note that for non-GBR QoS flows, the 5QI value can be used as QFI of the QoS flow in case standardized or pre-configured 5QIs are used, as specified in TS 23.501. Currently, the standardized 5QI ranges from 1 to 79 in TS 23.501, hence suggesting at least a 7-bit QFI will be needed. 
RQI bits: According to TS 23.501, (NAS) Reflective QoS is controlled on a per-packet basis i.e. each packet subject to Reflective QoS shall be indicated as such by the UPF to the RAN and by the RAN to the UE. As long as this (NAS) Reflective QoS indication will be provided to the UE on a per packet basis, SA2 has no concern if using a single bit can cover both NAS and AS mechanisms.
2. Actions:
To RAN2
ACTION: 

SA2 kindly asks RAN2 to take the above information into account. 
3. Date of Next TSG-RAN2 Meetings:

TSG-SA WG2 Meeting #124
27th Nov – 1st Dec 2017

Reno, USA. 

TSG-SA WG2 Meeting #125
22th Nov – 26th Jan 2018

Gothenburg, Sweden. 
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