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Introduction

This contribution proposes to update PCC procedures defined in 23.502 to show:

· the role of the H-PCF is played by the PCF in a non-roaming case. It also proposes to clarify that the V-PCF may, based on roaming agreements, provide policy information to the AMF and in that case, there is no access to subscriber data in the HPLMN.
· Alignment of terminology with 23.503 so AMC Rules and URSP are replaced by AMF access and mobility related policy information and UE access and mobility related policy information respectively.
· Which steps are conditional in the PCC information flows are conditional depending on whether the AMF, in this case, support AMF access and policy control based on local policies, as such steps are conditional. Also access to subscriber data is conditional depending on whether the H-PCF is involved or not.
· Merge of the UE context modification flows to cover AMF access and mobility information in only one flow.
· Update UE context termination procedure to include mobility with change of AMF as described in TS 23.502 clause 4.2.2.2.2.
Proposal

It is proposed to update 23.502 as described below.
**** First Change ****
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**** Next Change ****

4.16.1
UE Context Establishment

4.16.1.1
General

There are two cases considered for UE Context Establishment:

1.
UE registration with the network.
2. 
The AMF relocation in handover procedure.
Editor's note:
The UE Context Establishment procedure for case 2 is to be defined after the inter AMF handover procedure is clear.
4.16.1.2
UE Context Establishment during registration

[image: image1.emf]     

AMF  

V  -  PCF      

2  .   

H  -  PCF      

3  

Deploy   a ccess and  mobility control policy    

1.Decision to establish  UE  C ontext  

2. Npcf_ AMPolicyControl_ Get  


Figure 4.16.1.2-1: UE Context Establishment during registration

This procedure concerns both roaming and non-roaming scenarios. 
In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V‑PCF interacts with the AMF. 
1.
Based on local policies, the AMF decides to establish UE Context with the (V-)PCF during registration procedure, then steps 2 to 3 are performed under the conditions described below.
t2.
[Conditional] The AMF sends Npcf_AMPolicyControl_Get to the (V-)PCF to retrieve the access and mobility control policy. The request includes the following information: SUPI, subscription notification indication and, if available, Service Area Restrictions, RFSP index which are retrieved from the UDM during the update location procedure, and may include access type and RAT, PEI, ULI, UE time zone, Serving Network. In roaming scenario, the V-PCF contacts the H-PCF.
 The (H-)PCF gets policy subscription related information if not available from the UDR using Nudr_User_Data_Management query service operation and makes a policy decision. In roaming scenario, the H-PCF responds to the V-PCF, then the (V-)PCF responds to the Npcf_AMPolicyControl_Get service operation, and provides Access and mobility related policy information and UE access selection and PDU session selection related policy information . 
Editor's note:
For Service Area Restrictions adjusted by the V-PCF in roaming case, whether the V-PCF acknowledges the UE Context Establishment Request directly or combines them with the other polices from the H-PCF is FFS.

3.
[Conditional] The AMF deploys the Access and mobility related policy information which includes storing the Service Area Restrictions, provisioning UE access selection and PDU session selection related policy information and Service Area Restrictions to the UE and provisioning the RFSP index and Service Area Restrictions to the RAN as defined in TS 23.501 [2].
**** Next Change ****

4.16.2.2
UE Context Modification for UE Policy and Access and Mobility control
This procedure is applicable to UE context modification due to change of access network selection policy.


[image: image2.emf] 

    V  -   V - PCF  

-  

H - PCF  

5 .   Deploy  access and  mobility control policy  

AMF  

UDR  

1a.  Detect that the related  profile c hanged    

3 .   Policy Decision  

1b . N amf _ Event Exposure _Notify  

2 a . N udr _ Policy Management_UpdateNot if y  

4 . Npcf_ AMPolicyControl_UpdateNotify  


Figure 4.16.2.2-1: UE Context Modification-UE policy and access network selection policy

This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF:  In the roaming case, it is the H-PCF to make a final policy decision, and provide the policy to the AMF via V-PCF, the V-PCF may provide AMF access and mobility policy control to the AMF based on roaming agreements, i.e. operator policies in V-PCF are configured for roamers.
Steps 1a and 1b below may triggers a UE context modification procedure, other events may also trigger a UE context modification, e.g. any input for a policy decision defined in TS 23.503 [x].
1a.
[Conditional] If (H-)PCF subscribed to notification of subscriber´s policy data change and a change is detected, the UDR detects that the subscriber´s policy data  of a UE has been changed.
1b. [Conditional]  If the (V-)PCF (if subscribed to) receives the Namf_EventExposure_Notify service operation that triggers the change of access and mobility control policy.

2a.
[Conditional] The UDR notifies the (H-)PCF of the updated subscriber profile via Nudr_User_Data_Management_Notify service operation service operation including SUPI and the updated subscriber policy data. This is applicable to case 1a.
3.
The (H-)PCF makes the policy decision, the H-PCF interacts with the V-PCF
4.
 [Conditional] The (V-)PCF sends the Npcf_AMPolicyControl_UpdateNotify service operation including Access and mobility related policy information and UE access selection and PDU session selection related policy information  ) to the AMF. The AMF sends Acknowledgement to the (V-)PCF.

5.
[Conditional] The AMF deploys the Access and mobility related policy information and UE access selection and PDU session selection related policy information  which includes storing the Service Area Restrictions, provisioning of the Service Area Restrictions and UE access selection and PDU session selection related policy information  to the UE and provisioning the RFSP index and Service Area Restrictions to the RAN

**** Next Change ****

4.16.3
UE Context Termination

4.16.3.1
General

The following case is considered for UE Context Termination:

-
UE de-registration from the network.
- 
UE mobility in a registration procedure, either periodic or mobility registration update with change of AMF.
Editor's note:
It is FFS if the UE Context Termination procedure is applicable in the case the policy profile is fully removed in the UDR.

4.16.3.2
AMF-initiated UE Context Termination
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Figure 4.16.3.2-1: AMF-initiated UE Context Termination

This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case, the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V‑PCF interacts with the AMF. The V‑PCF contacts the H-PCF to request removing UE context unless V-PCF provides AMF access and mobility control to the AMF based on roaming agreements.
In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF. 
1.
The AMF decides to terminate the UE Context during de-registration procedure or due to mobility with change of AMF in the registration procedure, then if a UE context was established with the (V-)PCF steps 2 to 3 are performed.
2.  [Conditional]. The AMF sends the Npcf_AMPolicyControl_Delete service operation including SUPI to the (V-) PCF. 
The (V-)PCF replies to the AMF with an Acknowledgement including success or failure.  The V-PCF may interact with the H-PCF. The (H-)PCF unsubscribes to subscriber policy data changes.
3.
[Conditional]. The AMF removes the Access and Mobility Control Policy related to the UE.

Editor's note:
It is FFS how to optimize the procedures to reduce the impact on the signalling, e.g. by merging the UE policy and access and mobility management policy into a single message.
**** End of Changes ****
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