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             Abstract of the contribution: This contribution is update the description of UE Derived QoS Rule for the Ethernet PDU Session.
1
Proposal
It is proposed to include the following description in the section 5.7.5.2 of TS 23.501.

***** Begin of 1st Change *****
5.7.5.2
UE Derived QoS Rule

The UE derived QoS rule contains following parameters:

-
Packet Filter Set as defined in clause 5.7.6.2 or 5.7.6.3
-
QFI

-
Precedence value.

For IP PDU session, the UL packet filter is derived based on the received DL packet by using the source IP address and port number as destination IP address and port number and vice versa. The Protocol ID of the protocol above IP/Next header type of the received DL packet is used as Protocol ID of the protocol above IP/Next header type for the UL packet filter.
For Ethernet PDU session, the UL packet filter is derived based on the received DL packet by using the source MAC address as destination MAC address and vice versa. The Ethertype on received DL packet is used as Ethertype for UL packet. In case of presence of VLAN tagging, the VID in IEEE 802.1Q header(s) of the received DL packet is also used as the VID for the UL packet filter. 
The QFI of the derived QoS rule is set to the value received in the DL packet.

When Reflective QoS is activated the precedence value for all derived QoS rules is set to a standardised value.

***** End of Changes *****
