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Abstract of the contribution: Update of clause 5.2.12 in TS 23.503.Addition of description of Nnwdaf interface.
1 Introduction
In TS 23.503, clause 5.2 introduced service-based interfaces and reference points including Nnwdaf interface without content. This paper added description of Nnwdaf interface based on TS 23.501 and 23.502.
1) In TS 23.501 clause 7.2.12 NWDAF Services:

The following NF services are specified for NWDAF:

Table 7.2.12-1: NF Services provided by NWDAF
	Service Name
	Description
	Reference in TS 23.502 [3]
	Example Consumer

	Nnwdaf_Events_Subscription
	This service enables the NF service consumers to subscribe/unsubscribe for network slice specific congestion events notification from the NWDAF.
	5.2.11.2
	PCF

	Nnwdaf_Analytics_Info
	This service enables the NF service consumers to request and get operator specific analytics from NWDAF.
	5.2.11.3
	PCF


2) In TS 23.501 clause A.2.2.6 Nnwdaf interface

The Nnwdaf is a service-based interface, which enables Network Functions to subscribe to and be notified on network status analytics. The following information are notified by the NWDAF.

-
Load level information of network slice.
-
S-NSSAI.
NOTE 1:
How this information is used by the PCF is not standardized in Release 15.
3) In TS 23.502 clause  5.2.11 NWDAF Services

5.2.11.1
General

The following table illustrates the NWDAF Services.

Table 5.2.11.1-1: NF Services provided by NWDAF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Nnwdaf_Events_Subscription
	Subscribe
	Subscribe / Notify
	PCF

	
	Unsubscribe
	
	PCF

	
	Notify
	
	PCF

	Nnwdaf_Analytics_Info
	Request
	Request/ Response
	PCF

	
	Response
	Request/ Response
	PCF


2 Proposal
*****************************Start of Change***************************

5.2.12
Nnwdaf interface
Npcf and Nnwdaf enable transport of slice specific network data analytics from NWDAF to PCF. 
The Nnwdaf is a service-based interface, which enables Network Functions to subscribe to and be notified on network status analytics. The following information is notified by the NWDAF.

-
Load level information of network slice.
-
S-NSSAI.
Editor's note:
How the information is used by the PCF is FFS.

Tthe NF Services served to PCF provided by NWDAF via the service-based Nnwdaf interface is as following:

-
Nnwdaf_Events_Subscription.
-
Nnwdaf_Analytics_Info.
 The details of the services are described in TS 23.501 [2] clause 7.2.12 and TS 23.502 [3] clause 5.2.11.
***************************End of Change****************************
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