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1
Overall description
SA2 thanks CT1 for the LS " Reply LS on algorithm selection in E-UTRA-NR Dual Connectivity".
SA2 observed the statement: 

CT1 can confirm that there is MME impact in CT1 for E-UTRAN-NR Dual Connectivity and that handling the UE’s NR security capabilities in the NAS layer for option 3 is acceptable.

And would like to indicate that all the SA2 normative changes in EPC to support for Option 3/3a/3x Dual Connectivity with New Radio do not impose any mandatory MME impacts. 

So far SA2 changes in TS 23.401 for EDCE5, define a set of changes e.g. for secondary RAT restriction, data volume reporting, GW selection, etc. These can be implemented by operators, as additional optional features to improve performance and/or provide extra functionality. 

SA2 assumes MeNB would trigger the use of EDCE5, due to knowing the UE support EDCE5 from the UE radio capabilities, that the UE is NOT restricted to use NR as Secondary RAT (i.e. absence of restriction in Handover Restriction List) and based on local policy decision (for instance presence of EPS bearer with specific QCI).
SA2 prefers to have a solution that does not impose any new mandatory MME impacts.

2
Actions
To CT1, SA3
ACTION: 
3GPP SA WG2 kindly asks CT1 and SA3 to take this information into account.
3
Dates of next TSG SA WG2 meetings
TSG SA WG2 Meeting 124
27 November- 1 December 2017
Reno, USA
TSG SA WG2 Meeting 125
22 January- 26 January 2018

Gothenburg, Sweden
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