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Abstract:
It is to align the agreement in last SA2 meetings to remove the related Editor’s Note in registration procedure in 23.502.
1 Discussion
1. Discussion

In last SA2 meeting, the Editor’s Note below is removed.
Editor's note:
The need for informing the (R)AN by providing the whole Allowed NSSAI is to be checked with RAN WGs.

A normal text illustrate that the NSSAI will be informed to RAN in clause 5.15.2.1 in TS 23.501 as below:

When a UE is successfully registered, the CN informs the (R)AN by providing the whole Allowed NSSAI.

NOTE:
The details of how the RAN uses NSSAI information are described in TS 38.300 [27].

It is to align the agreement in last SA2 meetings to remove the related Editor’s Note in registration procedure in 23.502. 
********************Proposed change in 23.502***********************
4.2.2.2.2
General Registration
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Figure 4.2.2.2.2-1: Registration procedure

[……]
21.
New AMF to UE: Registration Accept (5G-GUTI, Registration Area, Mobility restrictions, PDU Session status, Allowed NSSAI, Periodic Registration Update timer, LADN Information and accepted MICO mode, IMS Voice over PS session supported Indication, Emergency Service Support indicator).


The AMF sends a Registration Accept message to the UE indicating that the Registration Request has been accepted. 5G-GUTI is included if the AMF allocates a new 5G-GUTI. If the AMF allocates a new Registration area, it shall send the Registration area to the UE via Registration Accept message. If there is no Registration area included in the Registration Accept message, the UE shall consider the old Registration Area as valid. Mobility restrictions is included in case mobility restrictions applies for the UE and Registration Type is not "Emergency Registration". The AMF indicates the established PDU Sessions to the UE in the PDU Session status. The UE removes locally any internal resources related to PDU Sessions that are not marked as established in the received PDU Session status and for which the UE has requested PDU Session establishment and not received SMF response yet. If the PDU Session status information was in the Registration Request, the AMF shall indicate the PDU Session status to the UE. The NSSAI includes the Allowed S-NSSAIs. If the UE subscription data includes subscribed LADN identification information, the AMF shall include in the Registration Accept message the LADN Information for LADNs, defined in TS 23.501 [2] clause 5.6.5, that are available within the Registration area determined by the AMF for the UE. If the UE included MICO mode in the request, then AMF responds whether MICO mode should be used. The AMF sets the IMS Voice over PS session supported Indication as described in clause 5.16.3.2 of TS 23.501 [2]. In order to set the IMS Voice over PS session supported Indication the AMF may need to perform the UE/RAN Radio information and Compatibility Request procedure in clause 4.2.8 to check the compatibility of the UE and RAN radio capabilities related to IMS Voice over PS. If the AMF hasn't received Voice Support Match Indicator from the NG-RAN on time then, based on implementation, AMF may set IMS Voice over PS session supported Indication and update it at a later stage. The Emergency Service Support indicator informs the UE that emergency services are supported, i.e. the UE is allowed to request PDU Session for emergency services.


The Handover Restriction List is provided to NG-RAN by AMF in this step.


When the Follow on request is included, the AMF shall not release the signalling connection immediately after the completion of the Registration procedure.


For an Emergency Registered UE, there is no AS security context information included in the N2 control messages and there is no NAS level security when the UE cannot be authenticated.


Editor's note:
It is FFS whether LADN subscription information (i.e. information which indicates whether the UE subscribes the LADN service) is included in UE subscription data or is managed by policy information by PCF.

22.
[Conditional] UE to new AMF: Registration Complete ().


The UE sends a Registration Complete message to the AMF to acknowledge if a new 5G-GUTI was assigned.


When the "PDU Session(s) to be re-activated" is not included in the Registration Request, the AMF releases the signalling connection with UE, according to clause 4.2.6. When the Follow on request is included in the Registration Request, the AMF shall not release the signalling connection immediately after the completion of the Registration procedure.

Editor's note:
Details of N2 interaction is FFS.
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