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Abstract of the contribution: This contribution introduces end marker per PDU Session approach at relevant scenarios.
Discussion
In SA2#123 in the relevant mobility procedures an ‘end marker per QoS flow’ approach was taken.

However:

End-marker per tunnel is a legacy GTP-U behaviour, hence keeping it that way will cause less impact on specifications.
Fewer End-Markers needed to be sent if per PDU session/tunnel.
Data forwarding, as per current RAN3 agreements is dependent on the type of data to be forwarded is scenario: 

1.
For forwarding of PDCP PDUs to support lossless, in-sequence delivery and duplication avoidance, per DRB forwarding tunnels are established.

2.
For forwarding of SDAP SDUs (i.e. new data coming on an NG-U PDU session tunnel) per PDU Session forwarding tunnels are established (in fact per PDU Session tunnel forwarding tunnels are established in case the source side has two SDAP entities configured for DC). 
In case per DRB forwarding tunnels are established and all available PDCP PDUs are forwarded, “fresh” data from the UPF will be forwarded on a per PDU Session tunnel basis.


Adding end markers on a per QoS flow basis was probably agreed assuming that the second type of forwarding data does not exist. This approach would require providing respective per QoS flow information to the UPF(s). It also requires to enhance GTP-U end-marker messages with QFI information. Compared to the approach to provide existing GTP-U end marker messages on a per PDU Session tunnel basis, it introduces unnecessary complexity.

Hence it is proposed to introduce ‘end marker per PDU Session’ solution in the relevant clauses.
-----First Change----
4.9.1.2.2
Xn based inter NG-RAN handover without User Plane function relocation

This procedure is used to hand over a UE from a source RAN to target RAN using Xn when the AMF is unchanged and the SMF decides to keep the existing UPF. The UPF referred in this clause 4.9.1.2.2 is the UPF which terminates N3 interface in the 5GC. The presence of IP connectivity between the Source UPF and Target UPF is assumed.

The call flow is shown in figure 4.9.1.2.2-1.
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Figure 4.9.1.2.2-1 - Xn based inter NG-RAN handover without UPF relocation

1.
Target NG-RAN to AMF: N2 Path Switch Request (PDU Sessions To Be Switched, PDU Sessions Rejected, N2 SM Information)


The Target RAN sends an N2 Path Switch Request message to an AMF to inform that the UE has moved to a new target cell and provides a List Of PDU Sessions To Be Switched. The selected PLMN ID is included in the message. If none of the QoS Flows of a PDU Session are accepted by the Target RAN, the target RAN shall include the PDU Session in the list of rejected PDU Sessions. Depending on the type of target cell, the Target RAN includes appropriate information in this message.


For the PDU Sessions to be switched to the Target RAN, the N2 Path Switch Request message shall include the list of accepted QoS Flows.

2.
AMF to SMF: Nsmf_PDUSession_UpdateSMContext Request (PDU Sessions To Be Switched, PDU Sessions Rejected, UE Location Information, N2 SM Information)


The AMF sends N2 SM information by invoking the Nsmf_PDUSession_UpdateSMContext request service operation to each SMF associated with the lists of PDU Sessions received in the N2 Path Switch Request. The UE location information parameter (see clause 5.2.8.2.6) sent by the AMF is set to the target RAN Identifier.


For the PDU Sessions to be switched to the Target RAN, upon receipt of the Nsmf_PDUSession_UpdateSMContext request, each of these SMFs determines whether the existing UPF can continue to serve the UE. If the existing UPF cannot continue to serve the UE and it is not a PDU Session Anchor, steps 3-11 of clause 4.9.1.2.3 and 4.9.1.2.4 are performed. Otherwise, the following steps 3 to 6 are performed by each of these SMFs if their existing UPFs can continue to serve the UE.


If a PDU Session is included in the list of rejected PDU Session(s) by the Target RAN, the SMF deactivates the UP connections of those PDU Session(s).


If only partial QoS Flows of the PDU Session(s) are accepted by the target RAN, the SMF may initiate the PDU Session modification procedure to remove the non-accepted QoS Flows from the PDU Session(s) after the HO procedure.


For the PDU Session(s) that do not have active UP connections before HO procedure, the SMF(s) keep the inactive status after HO procedure. For the PDU Session(s) which are neither in the list of accepted PDU Sessions and nor in the list of rejected PDU Sessions received in the N2 Path Switch Request, the AMF sends the UE's location information, set to the target RAN identifier, by invoking the Namf_EventExposure_Notify service operation to the corresponding SMF if the mobility event is subscribed. SMF may reselect a UPF according to the current UE's location for the PDU Session. If a new UPF is selected to serve the PDU Session(s), steps 3-11 of clause 4.9.1.2.3 and 4.9.1.2.4 are performed. Otherwise, the following steps 3 to 6 are performed by each of these SMFs if their existing UPFs can continue to serve the UE.


If the UE moves into a non-Allowed Area, the AMF also notifies each SMF corresponding to the list of PDU Sessions received from the N2 Path Switch Request that the UE is only reachable for regulatory prioritized services.
3.
SMF to UPF: N4 Session Modification Request (AN Tunnel Info, CN Tunnel Info)


For PDU Sessions that are accepted by the Target RAN, the SMF sends an N4 Session Modification Request message to the UPF. For the PDU Sessions that are rejected by the Target RAN, the SMF sends a N4 Session Modification Request to the UPF to release the N3 tunnel. For PDU Session(s) corresponding to LADN(s) when the UE is outside the area of availability of the LADN, the SMF updates the N4 session of the UPF(s) corresponding to the PDU Session to deactivate the corresponding UP connection. The SMF may notify the UPF that originated the Data Notification to discard downlink data for the PDU Sessions and/or to not provide further Data Notification messages. If the CN Tunnel Info is derived by the SMF, the SMF provides the CN Tunnel Info to the UPF.

4.
UPF to SMF: N4 Session Modification Response (CN Tunnel Info)


For the PDU Sessions that are switched, the UPF returns an N4 Session Modification Response message to the SMF after requested PDU Sessions are switched. Tunnel identifiers for UL traffic are included only for PDU Sessions whose user plane resources are not being released and only if the UPF allocates CN Tunnel Info. For the PDU Sessions that are deactivated, the UPF returns an N4 Session Modification Response message to the SMF after the N3 (R)AN tunnel information is released.

5.
In order to assist the reordering function in the Target RAN, the UPF sends one or more "end marker" packets for each N3 tunnel on the old path immediately after switching the path. The UPF starts sending downlink packets to the Target RAN.

6.
SMF to AMF: Nsmf_PDUSession_UpdateSMContext Response (CN Tunnel Info)


The SMF sends an Nsmf_PDUSession_UpdateSMContext response (CN Tunnel Info) to the AMF for PDU Sessions which have been switched successfully. The SMF sends an Nsmf_PDUSession_UpdateSMContext response without including the CN Tunnel Info to the AMF for the PDU Sessions for which user plane resources are deactivated or released, and then the SMF releases the PDU Session(s) which is to be released using a separate procedure as defined in clause 4.3.4.

NOTE:
Step 6 can occur any time after receipt of N4 Session Modification Response at the SMF.

7.
AMF to RAN: N2 Path Switch Request Ack (N2 SM Information, List Of Failed PDU Sessions)


Once the Nsmf_PDUSession_UpdateSMContext response is received from all the SMFs, the AMF aggregates received CN Tunnel Info and sends this aggregated information as a part of N2 SM Information along with the List Of Failed PDU Sessions in N2 Path Switch Request Ack to the Target RAN. If none of the requested PDU Sessions have been switched successfully, the AMF shall send an N2 Path Switch Request Failure message to the Target RAN.

8.
By sending a Release Resources message to the Source RAN, the Target RAN confirms success of the handover. It then triggers the release of resources with the Source RAN.

4.9.1.2.3
Xn based inter NG-RAN handover with insertion of intermediate UPF

This procedure is used to hand over a UE from a Source RAN to a Target RAN using Xn when the AMF is unchanged and the SMF decides that insertion of a new additional intermediate UPF is needed. In case of using UL CL, the I-UPF can be regarded as UL CL and additional PSA providing local access to a DN. In case of using Branching Point, the I-UPF can be regarded as BP.
It is assumed that the PDU Session for the UE comprises of only one UPF that acts as a PDU Session Anchor at the time of this Handover procedure for non-roaming and local breakout roaming scenario. In case of home routed roaming scenario, the PDU Session of the UE comprises of at least one UPF in the VPLMN and one UPF in the HPLMN at the time of this handover procedure. In this case, additional insertion of an N3 terminating intermediate UPF will not have impact on the connectivity between the UPF in VPLMN and UPF in HPLMN. The presence of IP connectivity between the UPF (PDU Session Anchor) and Source RAN, and between the new intermediate UPF (I-UPF) and Target RAN, is assumed.

The call flow is shown in figure 4.9.1.2.3-1.
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Figure 4.9.1.2.3-1 - Xn based inter NG-RAN handover with insertion of intermediate UPF


Steps 1-2 are the same as described in clause 4.9.1.2.2.

3.
SMF to Target UPF (intermediate): N4 Session Establishment Request (Target RAN address, UL and DL tunnel identifiers)


For PDU Sessions to be updated, the SMF then selects a new Target UPF (intermediate) based on UPF Selection Criteria according to clause 6.3.3 of TS 23.501 [2]. If the UE has moved out of the service area of UPF connecting to the serving NG-RAN node, SMF selects a Target UPF (intermediate). Target UPF IP address assignment and allocation of downlink and uplink tunnel identifiers are performed by the SMF. An N4 Session Establishment Request message is sent to the Target UPF (intermediate).

4.
Target UPF (intermediate) to SMF: N4 Session Establishment Response (Target UPF address, Tunnel Identifiers for DL User Plane)

The Target UPF (intermediate) sends an N4 Session Establishment Response message to the SMF.

5.
SMF to PDU Session Anchor: N4 Session Modification Request


The SMF sends N4 Session Modification message to the PDU Session Anchor.

6.
PDU Session Anchor to SMF: N4 Session Modification Response


The PDU Session Anchor responds with the N4 Session Modification Response message after requested PDU Sessions are switched. At this point, PDU Session Anchor starts sending downlink packets to the Target RAN using the address and tunnel identifiers of the Target RAN via Target UPF.

7.
In order to assist the reordering function in the Target RAN, the PDU Session Anchor sends one or more "end marker" packets for each N3 tunnel on the old path immediately after switching the path, the source RAN shall forward the "end marker" packets to the target RAN.

8.
SMF to AMF: Nsmf_PDUSession_UpdateSMContext Response (CN Tunnel Info)


The SMF sends a Nsmf_PDUSession_UpdateSMContext response to the AMF. CN Tunnel Info includes UL tunnel identifiers and address of the new intermediate UPF.


Steps 9-10 are same as steps 7-8 defined in clause 4.9.1.2.2.

-----Second Change----

4.9.1.3.3
Execution phase
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Figure 4.9.1.3.3-1: inter NG-RAN node N2 based handover, execution phase

NOTE:
Registration of serving AMF with the UDM is not shown in the figure for brevity.

1.
S-AMF to S-RAN:  Handover Command (Target to Source transparent container, PDU Sessions failed to be setup list, SM forwarding info list).

Target to Source transparent container is forwarded as received from S-AMF.


The SM forwarding info list includes T-RAN SM N3 forwarding info list for direct forwarding or S-UPF SM N3 forwarding info list for indirect data forwarding

S-RAN uses the PDU Sessions failed to be setup list and the indicated reason for failure to decide whether to proceed with the N2 Handover procedure.

2.
S-RAN to UE:  Handover Command (UE container).

UE container is a UE part of the Target to Source transparent container which is sent transparently from T-RAN via AMF to S-RAN and is provided to the UE by the S-RAN.

3.
Uplink packets are sent from T-RAN to T-UPF and UPF (PSA). Downlink packets are sent from UPF (PSA) to S-RAN via S-UPF. The S-RAN should start forwarding of downlink data from the S-RAN towards the T-RAN for QoS Flows subject to data forwarding. This may be either direct (step 3a) or indirect forwarding (step 3b).

4.
UE to T-RAN: Handover Confirm.

After the UE has successfully synchronized to the target cell, it sends a Handover Confirm message to the T-RAN. Handover is by this message considered as successful by the UE.

5.
T-RAN to T-AMF: Handover Notify.

Handover is by this message considered as successful in T-RAN.

6a.
[Conditional]T-AMF to S-AMF: Namf_Communication_N2InfoNotify.


The T-AMF notifies to the S-AMF about the N2 handover notify received from the T-RAN by invoking the Namf_Communication_N2InfoNotify.


A timer in S-AMF is started to supervise when resources in S-RAN shall be release.
6b.
[Conditional]S-AMF to T-AMF: Namf_Communication_N2InfoNotify ACK.


The S-AMF acknowledges by sending the Namf_Communication_N2InfoNotify ACK to the T-AMF.

7.
T-AMF to SMF: Nsmf_PDUSession_UpdateSMContext Request (Handover Complete indication for PDU Session ID).

Handover Complete is sent per each PDU Session to the corresponding SMF to indicate the success of the N2 Handover.


T-AMF also registers itself as the serving AMF with the UDM by using Nudm_UECM_Registration.

8a.
[Conditional] SMF to T-UPF (intermediate): N4 Session Modification Request.


If new T-UPF is inserted or an existing intermediate S-UPF is relocated, the SMF shall send N4 Session Modification Request indicating DL AN Tunnel Info of T-RAN to the T-UPF.

8b.
[Conditional] T-UPF to SMF: N4 Session Modification Response.


The T-UPF acknowledges by sending N4 Session Modification Response message to SMF.
9a.
[Conditional] SMF to S-UPF (intermediate): N4 Session Modification Request.


If UPF is not relocated, the SMF shall send N4 Session Modification Request indicating DL AN Tunnel Info of T-RAN to the S-UPF.

9b.
[Conditional] S-UPF to SMF: N4 Session Modification Response.


The S-UPF acknowledges by sending N4 Session Modification Response message to SMF.

10a.
[Conditional] SMF to UPF (PSA): N4 Session Modification Request.


For non-roaming or local breakout roaming scenario, the SMF sends N4 Session Modification Request message to PDU Session Anchor UPF, UPF (PSA), providing N3 AN Tunnel Info of T-RAN or the DL CN Tunnel Info of T-UPF if a new T-UPF is inserted or an existing intermediate S-UPF is relocated. If the existing intermediate S-UPF terminating to N9 toward the H-UPF (PDU Session Anchor) is relocated for the home routed roaming scenario, the V-SMF invokes an Nsmf_PDUSession_Update Request service operation toward the H-SMF.


If T-UPF is not inserted or an existing intermediate S-UPF is not relocated, steps 10a and step 10b are skipped.
10b.
[Conditional] UPF (PSA) to SMF: N4 Session Modification Response.


The UPF (PSA) sends N4 Session Modification Response message to SMF. In order to assist the reordering function in the T-RAN, the UPF (PSA) sends one or more "end marker" packets for each N3 tunnel that require reordering on the old path immediately after switching the path, the source RAN shall forward the "end marker" packets to the target RAN. At this point, UPF (PSA) starts sending downlink packets to the T-RAN, via T-UPF if a new T-UPF is inserted or an existing intermediate S-UPF is relocated. In case of home routed roaming scenario, the H-SMF responds with the Nsmf_PDUSession_Update Response service operation once the H-UPF (PDU Session Anchor) is updated with the UL tunnel information of the T-UPF.


When there are multiple UPFs(PSA), step 10a and step 10b are performed for each UPFs(PSA).
11.
SMF to T-AMF: Nsmf_PDUSession_UpdateSMContext Response (PDU Session ID).


SMF confirms reception of Handover Complete.

12.
The UE may initiate mobility Registration procedure as described in clause 4.2.2.2.2.


The target AMF knows that it is a Handover procedure and therefore the target AMF performs only a subset of the Registration procedure, specifically the step 5,6,10 for the context transfer between source AMF and target AMF are skipped.

13a.
[Conditional] SMF to S-UPF (intermediate): N4 Session Release Request.


If there is a source intermediate UPF, the SMF initiates resource release, after timer in step 7 or indirect data forwarding timer expires, by sending an N4 Session Release Request (Release Cause) to source UPF. This message is also used to release the indirect data forwarding resource in S-UPF.
13b.
S-UPF to SMF: N4 Session Release Response.


The S-UPF acknowledges with an N4 Session Release Response message to confirm the release of resources.


In case of indirect data forwarding, the resource of indirect data forwarding is also released.
14a.
AMF to S-RAN: UE Context Release Command ().


After the timer in step 6a expires, the AMF sends UE Context Release Command.

14b.
S-RAN to AMF: UE Context Release Complete ().


The source RAN releases its resources related to the UE and responds with a UE Context Release Complete () message.

15a.
[Conditional] SMF to T-UPF: N4 Session Modification Request.

If indirect forwarding applies and UPF is relocated, after timer of indirect data forwarding expires, the SMF sends N4 Session Modification Request to T-UPF to release the indirect data forwarding resource.
15b.
[Conditional] T-UPF to SMF: N4 Session Modification Response.

The T-UPF acknowledges with an N4 Session Modification Response message to confirm the release of indirect data forwarding resources.

----Third change----
4.14.1
RAN Initiated QoS Flow Mobility

This procedure is used to transfer QoS Flows to and from Secondary RAN Node. During this procedure, the SMF and UPF are never relocated. The UPF referred in this clause 4.14.1 is the UPF which terminates N3 interface in the 5GC. The presence of IP connectivity between the UPF and the Master RAN node, as well as between the UPF and the Secondary RAN node is assumed.

If QoS Flows for multiple PDU Sessions need to be transferred to or from Secondary RAN Node, the procedure shown in the Figure 4.14.1-1 below is repeated for each PDU Session.


[image: image4.emf] 

UE  

Master  NG - RAN  Node  

S M F  

U PF  

AMF  

Secondary   NG - RAN   Node  

1 .   QoS Flow mobility   Indication  

2 .   N 11   Session Modification Request  

5 .   N 11   Session Modification Confirm  

7.   QoS Flow mobility   Confirm  

Downlink  and Uplink  data   for SCG  Flows  

6 a . End marker   for  flows   transferred to S econdary  NG - RAN  Node  

6 a . End marker   for  flow s transferred to  Secondary  NG - RAN  Node  

Downlink and Uplink data for MCG  Flows  

6 b. End marker for  flows   transferred to M aster  NG - RAN Node  

6 b. End marker for  flow s transferred to M aster  NG - RAN Node  

Forwarding of data    

3 .   N4 Session Modificat ion Request  

4 .   N4 Session Modification  Response  

SCG Modification    


Figure 4.14.1-1: NG-RAN initiated QoS Flow mobility procedure

1.
The Master RAN node sends a N2 QoS Flow mobility Indication (PDU Session ID, QFI(s), AN Tunnel Info) message to the AMF. AN Tunnel Info includes the new RAN tunnel endpoint for the QFI(s) for which the RAN tunnel information shall be modified.

2.
The AMF relays the N2 QoS Flow mobility Indication message to the SMF associated with the PDU Session ID received in message 1.

3.
The SMF sends an N4 Session Modification Request (PDU Session ID(s), QFI(s), AN Tunnel Info for downlink user plane) message to the UPF.

4.
The UPF returns an N4 Session Modification Response (CN Tunnel Info for uplink traffic) message to the SMF after requested QFIs are switched.

NOTE:
Step 7 can occur any time after receipt of N4 Session Modification Response at the SMF.

5.
The SMF sends an QoS Flow mobility Confirm (CN Tunnel Info for uplink traffic) to the AMF for QFIs of the PDU Session which have been switched successfully. If none of the requested QFIs have been switched successfully, the SMF shall send an N2 QoS Flow mobility Failure message.

6.
In order to assist the reordering function in the Master RAN node and/or Secondary RAN node, for each affected N3 tunnel the UPF sends one or more "end marker" packets on the old tunnel immediately after switching the tunnel for the QFI. The UPF starts sending downlink packets to the Target RAN.

7.
The AMF relays message 5 to the Master RAN node.

----End change----
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