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Abstract of the contribution: This contribution proposes to remove EN regarding how the application request information for multiple UEs is accessed by PCF.
Discussion

Third paragraph of section 6.3.7.2 of TS 23.501 indicates that:
PCF(s) that need to receive application requests that targets a DNN (and slice) and / or a group of UE subscribe to receive notifications from the NEF about such group information.

Per this text, the information received from the AF is provided by the NEF to relevant PCF(s) as a part of notification. This resolves editors’ note in section 6.2.1.6 of TS 23.503 regarding how the application request information for multiple UEs is accessed by PCF. Hence this contribution proposes to remove this editor’s note from section 6.2.1.6 of TS 23.503.
Proposal

***** Start of Change *****
6.2.1.6
Application specific policy information management
The application specific information used for policy control includes:

-
ASP identifier;

-
A transfer policy together with a reference ID, the volume of data to be transferred per UE, the expected amount of UEs and the network area information;

-
application request information for multiple UEs (per group of UEs or all UEs) as specified in TS 23.501 [2];

-
sponsored data connectivity profile information.

The application specific policy information may be requested/updated by the PCF per AF request. 


The management of application request information for multiple UEs is defined in Clause 6.3.7.2 of TS 23.501 [2] and the management of policies for the negotiation of background data transfer is defined in Clause 6.1.2.4 of this specification.
***** End of Change *****
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