

[bookmark: OLE_LINK4][bookmark: OLE_LINK3][bookmark: OLE_LINK2]SA WG2 Meeting #124	S2-178622
Nov 27 – Dec 1, 2017, Reno, USA	
Source:	China Mobile
Title:	Update of Nnwdaf_EventsSubscription_Notify service operation
Document for:	Approval 
Agenda Item:	6.5.6
Work Item / Release:	5GS_Ph1/ Rel15
Abstract of the contribution: 
Proposes an update of Nnwdaf_EventsSubscription_Notify service operation.
1 Discussion
For Nnwdaf_EventsSubscription_Notify service operation, the NWDAF will notify the consumer instance of the event that has subscribed to the specific NWDAF service. The input required in the request message shall contain both “Identifier of Network Slice instance” and “Load level information of Network Slice instance”.
2	 Proposal
It is proposed to adopt the following in TS 23.502. 
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[bookmark: _Toc498414318]5.2.11.2.4	Nnwdaf_EventsSubscription_Notify service operation
Service operation name: Nnwdaf_EventsSubscription_Notify.
Description: NWDAF notifies the consumer instance of the event that has subscribed to the specific NWDAF service. Depending upon type of subscription this notification is either on a periodic basis or triggered whenever a threshold is crossed.
Inputs Required: Identifier of Network Slice instance, Load level information of Network Slice instance.
Inputs, Optional: FFSNone.
Outputs Required: Load level information of Network Slice instanceNone.
[bookmark: _GoBack]Outputs, Optional: FFSNone.
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