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Abstract of the contribution: This contribution adds text to section 4 Architectural requirements under consideration of text in section A.1 and 23.203.
Introduction
Descriptions on general high-level requirements are still missing from Clause 4.1. 
This contribution adds the missing texts by referring to Clause 4.1 of TS 23.203 and A.1 of TS 23.503.
Proposal
* * * * Begin of Changes * * * *

4.1
General requirements


It shall be possible to apply policy and charging control to any kind of 3GPP and non-3GPP accesses defined in TS 23.501[2]. 
The policy and charging control framework shall support the roaming scenarios defined in TS 23.501[2].
The policy and charging control shall be enabled on a per slice instance, per DNN, or per both slice instance and DNN basis.
NOTE: In single PCF deployment, the PCF will provide all mobility, access and session related policies that it is responsible for. In deployments where different PCFs support N15 and N7 respectively, no standardized interface between them is required in this release to support policy alignment.
The number of real-time interactions between PCF and SMF/AMF shall be minimized although not significantly increasing the overall system reaction time. This requires optimized interfaces between PCF and SMF/AMF.
The policy and charging control framework shall support non-session management related functionalities as defined in Clause 4.2 and session management related functionalities as defined in Clause 4.3.
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* * * * End of Changes * * * *
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