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Abstract of the contribution: This contribution proposes to update NRF to support AMF management.
1 Introduction 
As described in S2-178400, it is proposed to add the related description of the NF update service operation to reflect that AMF can notify NRF to update the association of the AMF and GUAMI(s).
Also it is clarified that OAM can deregister the NF. 
Proposal
* * * Begin of Changes * * * 
5.2.7.2.2
Nnrf_NFManagement_NFRegister Service Operation

Service Operation name: Nnrf_NFManagement_NFRegister.

Description: Registers the consumer NF in the NRF by providing the NF profile of NF consumer to NRF, and NRF marks the NF consumer available.

Inputs, Required: NF profile of the NF consumer (NF type of the target NF, NF ID, NF services).
Inputs, Optional: None.
Outputs, Required: Result indication.

Outputs, Optional: None.
See clause 5.21.2.1 in TS 23.501[2], the AMF registers itself to NRF. 
5.2.7.2.3
Nnrf_NFManagement_NFUpdate Service Operation

Service Operation name: Nnrf_NFManagement_NF Update.

Description: provides the updated NF profile of NF consumer to NRF.

Inputs, Required:
Inputs, Optional: NF profile of the NF consumer.

Outputs, Required: Result indication.

Outputs, Optional: None.
See clause 5.21.2.1 in TS 23.501[2], the AMF adds or updates the associated GUAMI(s).
5.2.7.2.4
Nnrf_NFManagement_NFDeregister Service Operation

Service Operation name: Nnrf_NFManagement_NFDeregister

Description: inform the unavailability of NF consumer to NRF.

Inputs, Required: NF Instance ID, Reason indication.
Inputs, Optional:
Outputs, Required: Result indication.

Outputs, Optional: None.

See clause 5.21.2.1 in TS 23.501[2], the AMF deregister itself from NRF.
* * * End of Changes * * *
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