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1
Proposal

The following changes are proposed to TS 23.503.
* * * 1st change* * * *
1
Scope

The present document defines the Stage 2 policy and charging control framework for the 5G System specified in TS 23.501 [2] and TS 23.502 [3].

The policy and charging control framework encompasses the following high level functions:
-
Flow Based Charging for network usage, including charging control and online credit control, for service data flows;

-
Policy control for session management and service data flows (e.g. gating control, QoS control, etc.);

-
Management for access and mobility related policies;

-
Management for UE access selection and PDU session selection related policies.

It refers to the policy and charging control functionality specified in TS 23.203 [4] for policy and charging control for PDU sessions, depicting the differences where those exist.
TS 23.502 [3] contains the stage 2 procedures and flows for the policy and charging control framework and it is a companion specification to this specification.

* * * 2nd change* * * *
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1], TS 23.501 [2], TS 23.502 [3], TS 23.203 [4] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 23.501 [2], TS 23.502 [3], TS 23.203 [4] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ANDSP
Access Network Discovery & Selection Policy 
H-PCF
A PCF in the HPLMN

NWDAF
Network Data Analytics Function

OCS
Online Charging System

OFCS
Offline Charging System

BSF
Binding Support Functionality
URSP
UE Route Selection Policy
V-PCF
A PCF in the VPLMN

WLANSP
WLAN Selection Policy
* * * 3rd change* * * *
6.1.2.1
Access and mobility related policy control

… text of this sub-clause is not shown 

* * * 4th change* * * *
6.1.2.2
UE access selection and PDU session selection related policy control

6.1.2.2.1
General

… text of this and the following sub-clauses is not shown 

* * * 5th change* * * *


* * * 6th change* * * *
6.1.2.3
Management of packet flow descriptions 


6.1.2.3.1
PFD management

… text of this and the following sub-clauses is not shown 

* * * 7th change* * * *
6.2.1
Policy Control Function (PCF)


6.2.1.1
General

… text of this and the following sub-clauses is not shown 

* * * 8th change* * * *
6.3
Policy and charging control rule


6.3.1
General
… text of this and the following sub-clauses is not shown 

* * * 9th change* * * *
6.5
Access and mobility related policy information

To enable the enforcement in the 5GC system of the access and mobility policy decisions made by the PCF for the control of the service area restrictions and RFSP Index, the 5GC system may provide the Access and mobility related policy control information from the PCF to the AMF.

Table 6.5-1 lists the AMF access and mobility related policy information. 

Table 6.5-1: Access and mobility related policy control information
	Information name
	Description
	Category
	PCF permitted to modify in a UE context in the AMF
	Scope

	Service Area Restrictions 
	This part defines the service area restrictions
	
	
	

	List of allowed TAIs.
	List of allowed TAIs 

(NOTE 3) (NOTE 4).
	Conditional

(NOTE 1)
	Yes
	UE context

	List of non-allowed TAIs.
	List of non-allowed TAIs

 (NOTE 3).
	Conditional

(NOTE 1)
	Yes
	UE context

	Maximum number of allowed TAIs
	The maximum number of allowed TAIs.

(NOTE 4)
	Conditional

(NOTE 1)
	Yes
	UE context

	RFSP Index
	This part defines the RFSP index
	
	
	

	RFSP Index
	Defines the RFSP Index that applies for a UE
	Conditional

(NOTE 2)
	Yes
	UE context

	NOTE 1:   If service area restrictions is enable.

NOTE 2:   If RFSP index is enable.

NOTE 3:   Either the list of allowed TAIs or the list of non-allowed TAIs are provided by the PCF.

NOTE 4:   Both the maximum number of allowed TAIs and the list of allowed TAIs may be sent by PCF. 


The list of allowed TAIs indicates the TAIs where the UE is allowed to be registered, see TS 23.501 [2] clause 5.3.4 for the description on how AMF uses this information.

The list of non-allowed TAIs indicates the TAIs where the UE is not allowed to be registered, see TS 23.501 [2] clause 5.3.4 for the description on how AMF uses this information.

The Maximum number of allowed TAs indicates the maximum number of allowed Tracking Areas, the list of TAI is defined in the AMF and not explicitly provided by the PCF.

The RFSP Index defines the RFSP Index for radio resource management functionality.

* * * 10th change* * * *
6.6
UE access selection and PDU session selection related policy information


… text of this and the following sub-clauses is not shown 

* * * Sixth change* * * *









* * * 11th change* * * *





































	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	










	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	














	
	
	
	

	
	
	
	

	
	



	
	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

























































	
	

	






	



	



	



	



	



	




	









































































* * * End of the changes* * * *
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