Page 1



SA WG2 Meeting #125
S2-180204
Jan 22 – 26, 2018, Gothenburg, Sweden

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.502
	CR
	draftCR
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	EPS Fallback for voice 

	
	

	Source to WG:
	Ericsson, Charter Communications

	Source to TSG:
	SA WG2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-01-15

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In case of EPS Fallback for voice, the operator may prefer to decide whether to use redirect the UE to EPS instead of IRAT handover. No call flow for EPS fallback for voice
It is also proposed to reject the PDU Session modification that setups the QoS flow for voice. If not rejecting the QoS flow, then the RAN needs to wait for the QoS flow establishment to be completed before initiating release / handover. In addition, there can be numerous cases when there is a modification needed for an established QoS flow (e.g. due to forked call), which need to be handled (or rejected) in 5GS  before the UE is moved to EPS. Also any further QoS flow establishment request on 5GS would anyway need to be rejected when a mobility procedure is ongoing. 
If establishing the QoS flow on 5GS for an MT call, the terminal may also start ringing before the UE is moved to EPS. The move to EPS will require some time. It seems more appropriate to start ringing after the UE has been moved to EPS.

	
	

	Summary of change:
	Adding support for redirect to EPS in case of EPS Fallback for voice.

	
	

	Consequences if not approved:
	Not possible to redirect the UE to EPS for EPS Fallback. Missing call flow for EPS Fallback for IMS voice covering IRAT handover, and redirect with and without N26 being used. QoS flow is established on 5GS, the UE may start ringing (in case of a terminated call) and any further QoS flow modification need to be handled on 5GS.

	
	

	Clauses affected:
	4.2.6, 4.11.1.2, 4.13.x. (new)

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 23.501 CR xxx

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


FIRST CHANGE
4.2.6
AN Release
This procedure is used to release the logical NG-AP signalling connection and the associated N3 User Plane connections, and (R)AN RRC signalling and resources.

When the NG-AP signalling connection is lost due to (R)AN or AMF failure, the AN release is performed locally by the AMF or the (R)AN as described in the procedure flow below without using or relying on any of the signalling shown between (R)AN and AMF. The AN release causes all UP connections of the UE to be deactivated.

The initiation of AN release may be due to:

-
(R)AN-initiated with cause e.g. O&M Intervention, Unspecified Failure, (R)AN (e.g. Radio) Link Failure, User Inactivity, Inter-System Redirection, the presence of QoS Flow for normal voice, Release due to UE generated signalling connection release, mobility restriction etc.; or

-
AMF-initiated with cause e.g. Unspecified Failure, etc.

Both (R)AN-initiated and AMF-initiated AN Release procedures are shown in Figure 4.2.6-1.

For this procedure, the impacted SMF and UPF are all under control of the PLMN serving the UE, e.g. in Home Routed roaming case the SMF and UPF in HPLMN are not involved.


[image: image1.emf] 

3 .  (R)AN Connection  Release    

1 a .  (R) AN   Connection  R elease  

1b .  N2 UE Context Release Request    

UPF  

AMF   (R)AN   UE  

2 .  N2 UE Context Release Command  

4 .  N2   UE Context Release Complete  

SMF  

5 .  Nsmf_ PDUSession_UpdateSMContext  

6 a .  N4 Session  Modification   R equest  

6 b .  N4 Session  modification   Response  

7 .  Nsmf_   PDUSession_UpdateSMContext   Ack  


Figure 4.2.6-1: AN Release procedure

1.
If there is some confirmed (R)AN conditions (e.g. Radio Link Failure) or for other (R)AN internal reason, the (R)AN may decide to initiate the UE context release in the (R)AN. In this case, the (R)AN sends an N2 UE Context Release Request (Cause, List of PDU Session ID(s) with active N3 user plane) message to the AMF. Cause indicates the reason for the release (e.g. AN Link Failure, O&M intervention, unspecified failure, etc.). The List of PDU Session ID(s) indicates the PDU Sessions served by (R)AN of the UE. This step is described in TS 38.413 [10], clause 8.3.2 "UE Context Release Request (gNB initiated)".

2.
AMF to (R)AN: If the AMF receives the N2 UE Context Release Request message or due to an internal AMF event, including the reception of Service Request or Registration Request to establish another NAS signalling connection still via NG-RAN, the AMF sends an N2 UE Context Release Command (Cause) to the (R)AN. The Cause indicates either the Cause from (R)AN in step 1 or the Cause due to an AMF internal event. In case the (R)AN is a 3GPP RAN this step is described in detail in TS 38.413 [10], clause 8.3.3 "UE Context Release (AMF initiated)". In case the (R)AN is an N3IWF this step is described in clause 4.12.


If the AMF receives Service Request or Registration Request to establish another NAS signalling connection still via NG-RAN, after successfully authenticating the UE, the AMF releases the old NAS signalling connection, and then continues the Service Request or Registration Request procedure.
3.
[Conditional] If the (R)AN connection (e.g. RRC connection or NWu connection) with the UE is not already released (step 1), the (R)AN requests the UE to release the (R)AN connection. Upon receiving (R)AN connection release confirmation from the UE, the (R)AN deletes the UE's context.

4.
The (R)AN confirms the N2 Release by returning an N2 UE Context Release Complete (List of PDU Session ID(s) with active N3 user plane) message to the AMF. The List of PDU Session ID(s) indicates the PDU Sessions served by (R)AN of the UE. The N2 signalling connection between the AMF and the (R)AN for that UE is released. The (R)AN provides the list of recommended cells / TAs / NG-RAN node identifiers for paging to the AMF.


This step shall be performed promptly after step 2, i.e. it shall not be delayed, for example, in situations where the UE does not acknowledge the RRC Connection Release.

5.
[Conditional] AMF to SMF: For each of the PDU Sessions in the N2 UE Context Release Complete, the AMF invokes Nsmf_PDUSession_UpdateSMContext(PDU Session ID, PDU Session Deactivation, Cause). The Cause in step 5 is the same Cause in step 2. If List of PDU Session ID(s) with active N3 user plane is included in step 1b, the step 5 to 7 are performed before step 2.


6a
[Conditional] SMF to UPF: N4 Session Modification Request (AN or N3 UPF Tunnel Info to be removed, Buffering on/off).


The SMF initiates an N4 Session Modification procedure indicating the need to remove Tunnel Info of AN or UPF terminating N3. Buffering on/off indicates whether the UPF shall buffer incoming DL PDU or not.

If multiple UPFs are used in the PDU Session and the SMF determines to release the UPF terminating N3, step 6a is performed towards the UPF (e.g. PSA) terminating N9 towards the current N3 UPF. The SMF then releases the N4 session towards the N3 UPF (the N4 release is not shown on the call flow).

See clause 4.4 for more details.

If the cause of AN Release is because of User Inactivity, or Inter-System Redirection, the SMF shall preserve the GBR QoS Flows. Otherwise, the SMF shall trigger the PDU Session Modification procedure (see clause 4.3.3) for the GBR QoS Flows of the UE after the AN Release procedure is completed.
6b.
[Conditional] UPF to SMF: N4 Session Modification Response acknowledging the SMF request.


See clause 4.4 for more details.
7.
[Conditional] SMF to AMF: Nsmf_PDUSession_UpdateSMContext Ack for step 5.
Upon completion of the procedure, the AMF considers the N2 and N3 as released and enters CM-IDLE state.

After completion of the procedure, the AMF reports towards the NF consumers are triggered for cases in clause 4.15.4.
Next CHANGES
4.11.1.2
Handover procedures
4.11.1.2.1
5GS to EPS handover using N26 interface

Figure 4.11.1.2.1-1 describes the handover procedure from 5GS to EPS when N26 is supported.

In case of handover to a shared EPS network, the source NG-RAN determines a PLMN to be used in the target network based on current PLMN in use and its policy if the NG-RAN has no knowledge of last used EPS PLMN ID or if the last used EPS PLMN is unavailable. The source NG-RAN shall indicate the selected PLMN ID to be used in the target network to the AMF as part of the TAI sent in the HO Required message.

In case of handover from a shared 5G RAN, the AMF sends the last used 5GS PLMN ID to MME via N26, MME further sends the last used 5GS PLMN ID to E-UTRAN to help E-UTRAN to re-route the UE back to the last used 5GS PLMN by selecting the suitable dedicated target frequency list (for idle mode mobility) or target cell (for connected mode mobility). The MME stores the last used 5GS PLMN ID in UE's MM context, includes the last used 5GS PLMN ID in the equivalent PLMNs list and provides to UE in the TAU accept message. E-UTRAN stores the last used 5G PLMN ID in the UE's context and sends to target E-UTRAN during intra-E-UTRAN handover procedure.

During the handover procedure, as specified in clause 4.9.1.2.1, the source AMF shall reject any SMF+PGW-C initiated N2 request received since handover procedure started and shall include an indication that the request has been temporarily rejected due to handover procedure in progress.

Upon reception of a rejection for a SMF+PGW-C initiated N2 request(s) with an indication that the request has been temporarily rejected due to handover procedure in progress, the SMF+PGW-C behaves as specified in clause 4.9.1.2.1.
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Figure 4.11.1.2.1-1: 5GS to EPS handover for single-registration mode with N26 interface

The procedure involves a handover to EPC and setup of default EPS bearer and dedicated bearers for GBR QoS Flows in EPC in steps 1-16 and re-activation, if required, of dedicated EPS bearers for non-GBR QoS Flows in step 17. This procedure can be triggered, for example, due to new radio conditions, load balancing or in the presence of QoS Flow for normal voice or IMS emergency voice, the source NG-RAN node may trigger handover to EPC.

For Ethernet and Unstructured PDU Session Types, the PDN Type non-IP is used, when supported, in EPS. The SMF shall thus set the PDN Type of the EPS Bearer Context to non-IP in these cases. After the handover to EPS, the PDN Connection will have PDN Type non-IP, but it shall be locally associated in UE and SMF to PDU Session Type Ethernet or Unstructured respectively.

In the roaming home routed case, the PGW-C+SMF always provides the EPS Bearer ID and the mapped QoS parameters to UE. This also applies in the case that the HPLMN operates the interworking procedure without N26.

NOTE 1:
The IP address continuity can't be supported, if PGW-C+SMF in the HPLMN doesn't provide the mapped QoS parameters.
1.
NG-RAN decides that the UE should be handed over to the E-UTRAN. If NG-RAN is configured to perform IRAT due to voice fallback triggered by QoS flow setup, RAN rejects the QoS flow with an indication that mobility is in progress. The NG-RAN sends a Handover Required (Target eNB ID, Source to Target Transparent Container) message to the AMF. NG-RAN indicates bearers corresponding to the 5G QoS Flows for data forwarding in Source to Target Transparent Container.

2.
The AMF determines from the 'Target eNB Identifier' IE that the type of handover is Handover to E-UTRAN. The AMF selects an MME as described in TS 23.401 [13] clause 4.3.8.3.


The AMF by using Nsmf_PDUSession_ContextRequest requests the PGW-C+SMF for each PDU Session associated with 3GPP access to provide SM Context that also includes the mapped EPS Bearer Contexts. The AMF provides the target MME capability to SMF in the request to allow the SMF to determine whether to included EPS Bearer context for non-IP PDN Type or not. For PDU Sessions with PDU Session Type Ethernet or Unstructured, the SMF provides SM Context for non-IP PDN Type. This step is performed with all PGW-C+SMFs allocated to the UE for each PDU Session of the UE.

NOTE 2:
The AMF knows the MME capability to support non-IP PDN type or not through local configuration.

NOTE 3:
In roaming scenario, the UE's SM EPS Contexts are obtained from the V-SMF.

3.
The AMF sends a Forward Relocation Request (Target E-UTRAN Node ID, Source to Target Transparent Container, mapped MM context (including EPS security context mapped from 5G security context) and SM EPS UE Context (default and dedicated GBR bearers), Direct Forwarding Flag, UE Usage Type) message. The SGW address and TEID for both the control-plane or EPS bearers in the message are such that target MME selects a new SGW. The AMF includes Direct Forwarding Flag to inform the target MME of the applicability of indirect data forwarding.
NOTE 4:
The mapped SM EPS UE Contexts are included for PDU Sessions with and without active UP connections.
4.
The MME selects the Serving GW and sends a Create Session Request message for each PDN connection to the Serving GW.

5.
The Serving GW allocates its local resources and returns them in a Create Session Response message to the MME.

6.
The MME requests the target eNodeB to establish the bearer(s) by sending the message Handover Request message. This message also contains a list of EPS Bearer IDs that need to be setup and last used 5GS PLMN ID. If the last used 5GS PLMN ID is not in the equivalent PLMNs list, the MME adds the last used 5GS PLMN ID into it and stores the last used 5GS PLMN ID in UE's MM context.

7.
The target eNB allocates the requested resources and returns the applicable parameters to the target MME in the message Handover Request Acknowledge (Target to Source Transparent Container, EPS Bearers setup list, EPS Bearers failed to setup list). The EPS Bearer Setup list includes a list of addresses and TEIDs allocated at the target eNB for downlink traffic on S1‑U reference point (one TEID per bearer) and addresses and TEIDs for receiving forwarded data if necessary. The eNB stores the last used 5GS PLMN ID in the UE context and sends to target eNB during intra-E-UTRAN handover procedure. The eNB also uses the last used 5GS PLMN ID to re-route the UE back to the last used 5GS PLMN by selecting the suitable dedicated target frequency list (for idle mode mobility) or target cell (for connected mode mobility) according to operator's configuration.
8.
If indirect forwarding applies, the MME sends a Create Indirect Data Forwarding Tunnel Request message (Target eNB Address, TEID(s) for DL data forwarding) to the Serving GW. The Serving GW returns a Create Indirect Data Forwarding Tunnel Response (Cause, Serving GW Address(es) and Serving GW DL TEID(s) for data forwarding) message to the target MME.
9.
The MME sends the message Forward Relocation Response (Cause, List of Set Up RABs, EPS Bearers setup list, MME Tunnel Endpoint Identifier for Control Plane, RAN Cause, MME Address for Control Plane, Target to Source Transparent Container, Address(es) and TEID(s) for Data Forwarding).
10a.
If indirect data forwarding applies, the AMF sends the Nsmf_PDUSession_UpdateSMContext Request (Serving GW Address(es) and Serving GW DL TEID(s) for data forwarding) to the PGW-C+SMF, for creating indirect data forwarding tunnel. If multiple PGW-C+SMFs serves the UE, the AMF maps the EPS bearers for Data forwarding to the PGW-C+SMF address(es) based on the association between the EPS bearer ID(s) and PDU Session ID(s).
10b.
The PGW-C+SMF may select an intermediate PGW-U+UPF for data forwarding. The PGW-C+SMF maps the EPS bearers for Data forwarding to the 5G QoS flows based on the association between the EPS bearer ID(s) and QFI(s) for the QoS flow(s) in the PGW-C+SMF, and then sends the QFIs, Serving GW Address(es) and TEID(s) for data forwarding to the PGW-U+UPF. If CN Tunnel Info for Data Forwarding is allocated by the PGW-C+SMF, the CN Tunnel Info for Data Forwarding is provided to PGW-U+UPF in this step. The PGW-U+UPF acknowledges by sending a response. If CN Tunnel Info is allocated by the PGW-U+UPF, the CN Tunnel Info is provided to PGW-C+SMF in this response.
10c.
The PGW-C+SMF returns an Nsmf_PDUSession_UpdateSMContext Response (Cause, CN tunnel Info for Data Forwarding, QoS flows for Data Forwarding) for creating indirect data forwarding. Based on the correlation between QFI(s) and Serving GW Address(es) and TEID(s) for data forwarding, the PGW-U+UPF maps the QoS flow(s) into the data forwarding tunnel(s) in EPC.
11.
The AMF sends the Handover Command to the source NG-RAN. The source NG-RAN commands the UE to handover to the target access network by sending the HO Command (Transparent container (radio aspect parameters that the target eNB has set-up in the preparation phase), CN tunnel info for data forwarding per PDU Session, QoS flows for Data Forwarding). The UE correlates the ongoing QoS Flows with the indicated EPS Bearer IDs to be setup in the HO command. The UE locally deletes the PDU Session if the QoS flow of the default QoS rule in the PDU Session does not have an EPS Bearer ID assigned. For the remaining PDU Sessions, the UE locally deletes the QoS Flows that do not have an EPS bearer ID assigned. The UE deletes any UE derived QoS rules. The EPS Bearer ID that was assigned for the QoS flow of the default QoS rule in the PDU Session becomes the EPS Bearer ID of the default bearer in the corresponding PDN connection.

For the QoS Flows indicated in the "QoS Flows for Data Forwarding", NG-RAN initiate data forwarding via to the PGW-U+UPF based on the CN Tunnel Info for Data Forwarding per PDU Session. Then the PGW-U+UPF maps data received from the data forwarding tunnel(s) in the 5GS to the data forwarding tunnel(s) in EPS, and sends the data to the target eNodeB via the Serving GW.

12.
When the UE has successfully accessed the target eNodeB, the target eNodeB informs the target MME by sending the message Handover Notify.

12c.
Then the MME knows that the UE has arrived to the target side and MME informs the AMF by sending the Relocation Complete Notification message.

12d.
The AMF acknowledges MME with Relocation Complete Ack message. A timer in AMF is started to supervise when resources in the in NG-RAN and PGW-C+SMF shall be released.


Upon receipt of the Relocation Complete Ack message, the MME starts a timer if the MME applies indirect forwarding.

13.
The target MME informs the Serving GW that the MME is responsible for all the bearers the UE have established by sending the Modify Bearer Request message for each PDN connection.


The target MME releases the non-accepted EPS Bearer contexts by triggering the Bearer Context deactivation procedure. If the Serving GW receives a DL packet for a non-accepted bearer, the Serving GW drops the DL packet and does not send a Downlink Data Notification to the SGSN.

14.
The Serving GW informs the PGW-C+SMF of the relocation by sending the Modify Bearer Request message for each PDN connection. The PGW-C+SMF locally deletes the PDU Session if the QoS flow of the default QoS rule in the PDU Session does not have an EPS Bearer ID assigned. For the remaining PDU Sessions, the PGW-C+SMF locally deletes the QoS Flows that do not have an EPS bearer ID assigned.

NOTE 5:
If the QoS flow is deleted and the default QoS rule contains no packet filters, the IP flows of the deleted QoS rules are mapped to the default EPS bearer. If the default QoS rule contains packet filter(s), the IP flows in the deleted QoS Flow may be interrupted until Step 17.

15.
The PGW-C+SMF acknowledges the Modify Bearer Request. At this stage the User Plane path is established for the default bearer and the dedicated GBR bearers between the UE, target eNodeB, Serving GW and the PGW+SMF. The PGW-C+SMF uses the EPS QoS parameters as assigned for the dedicated EPS GBR bearers during the QoS flow establishment. PGW-C+SMF maps all the other IP flows to the default EPS bearer.

16.
The Serving GW acknowledges the User Plane switch to the MME via the message Modify Bearer Response.

17. The UE initiates a Tracking Area Update procedure as specified in TS 23.401 [13], clause 5.3.3.0.


The target MME knows that a Handover has been performed for this UE as it received the EPS bearer context(s) in Step 3 and therefore the target MME performs only a subset of the TA update procedure, specifically it excludes the context transfer procedures between source AMF and target MME.


The MME shall indicate the EPS bearer status to the UE in the TAU Accept and the UE shall locally release any non-transferred PDU Session.


The new MME sees the AMF as an old MME and, per TS 23.401 [13], informs the HSS of the change of the serving core network node by sending an Update Location Request message to the HSS with the ULR-Flags indicating "Single-Registration-Indication".

This results in the HSS/UDM de-registering any old AMF node by sending an Nudm_UECM_DeregistrationNotification service operation to the registered AMF for 3GPP access. When the old AMF decides not to maintain a UE registration for non-3GPP access anymore, the old AMF then unsubscribes from Subscription Data updates by sending an Nudm_SDM_Unsubscribe service operation to UDM and releases of all the AMF and AN resources related to the UE.

18.
The PGW-C+SMF initiates dedicated bearer activation procedure for non-GBR QoS Flows by mapping the parameters of the non-GBR Flows to EPC QoS parameters. This setup may be triggered by the PCRF+PCF which may also provide the mapped QoS parameters, if PCC is deployed. This procedure is specified in TS 23.401 [13], clause 5.4.1. For Ethernet PDU Session Type, using non-IP PDN Type in EPS, this step is not applicable.

19.
If indirect forwarding was used, then the expiry of the timer at MME started at step 12d triggers the MME to send a Delete Indirect Data Forwarding Tunnel Request message to the SGW, in order to release the temporary resources used for indirect forwarding that were allocated at step 8. The SGW returns Delete Indirect Data Forwarding Tunnel Response message.

20.
If indirect forwarding was used, then the expiry of the timer at AMF started at step 12c triggers the AMF to send a Delete Indirect Data Forwarding Tunnel Request message to the PGW-C+SMF, in order to release temporary resources used for indirect forwarding that were allocated at step 10. The PGW-C+SMF returns Delete Indirect Data Forwarding Tunnel Response message.

Next CHANGES
4.13.x
Support of IMS Voice
4.13.x.x
EPS fallback for IMS voice 

Figure 4.13.x.x-1 describes the EPS fallback procedure for IMS voice.

When the UE is served by the 5GC, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication toward the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.x in TS 23.501 [2] and the UE has registered in the IMS.
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Figure 4.13.x.x-1: EPS Fallback for voice

1. UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2. Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3. NG-RAN decides to trigger fallback to EPS, taking into account on UE capabilities, N26 availability, network configuration and radio conditions.

4. NG-RAN rejects the PDU Session modification to setup QoS flow for voice received in step 2 by N2 PDU Session Response message to the AMF with an indication that mobility is ongoing.

5. NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.

6. NG-RAN initiates either handover (see clause 4.11.1.2.1), or inter-system redirection to EPS (see clause 4.2.6), taking into account UE capabilities.

7. When the UE is connected to EPS, the UE initiates the TAU procedure; in case of 5GS to EPS handover, see clause 4.11.1.2.1, in case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2 and in case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2.
8. After completion of the mobility procedure to EPS, the SMF/PGW re-initiates the setup of the dedicated bearer for voice.

9. The IMS voice session establishment is continued.

At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
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7. Nsmf_ PDUSession_UpdateSMContext Ack
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4. Reject PDU session modification with mobility indication







6. RRC redirection or Handover to EPS 











9. IMS Voice session establishment continued







7. TAU Procedure







8. NW initiated PDN connection modification to setup dedicated bearer for voice







3. Trigger for fallback







2. NW initiated PDU session modification to setup QoS flow for voice







1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated







5. Optional Measurement Report Solicitation
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