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***********  First Change  ***********
4.13.3.1
Registration procedures for SMS over NAS
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Figure 4.13.3.1-1: Registration procedure supporting SMS over NAS

1.
During Registration procedure in 5GS defined in Figure 4.2.2.2.2-1, to enable SMS over NAS transporting, the UE includes an "SMS supported" indication in Registration Request in step 1-3 indicating the UE's capability for SMS over NAS transport. The "SMS supported" indication indicates whether the UE supports SMS delivery over NAS via current access.

2.
Step 4 to step 14 of the Registration procedure in Figure 4.2.2.2.2-1 are performed. When AMF relocation happens during the Registration procedure, the old AMF transfers SMSF's address to the new AMF as part of UE context in step 5 of Figure 4.2.2.2.2-1.
3.
If the "SMS supported" indication is included in the Registration Request, the AMF checks SMS subscription from the UDM for the UE on whether the SMS service is allowed to the UE. If yes and the UE context  includes an available SMSF of the serving PLMN, the AMF activates this SMSF address and continues the registration procedure. If yes and the UE context doesn’t include an SMSF of the serving PLMN, the AMF discovers and selects an SMSF to serve the UE. The SMSF discovery is based on the following methods:

-
SMSF's address preconfigured in the AMF (i.e., SMSF FQDN); or

-
SMSF's address received from the UDM; or

-
The AMF invokes Nnrf_NFManagement_Discovery service operation from NRF to discover the SMSF address as described in clause 5.2.7.1.2.


For roaming scenario, the AMF discovers and selects an SMSF in VPLMN.

4.
Step 15 to step 20 of the Registration procedure in Figure 4.2.2.2.2-1 are performed.
5.
The AMF invokes Nsmsf_SMService_Activate service operation from the SMSF. The invocation includes AMF address, Access Type, GPSI (if available) and SUPI. AMF uses the SMSF address derived from step 3.

6.
The SMSF discovers a UDM as described in TS 23.501 [2], clause 6.3.8.

7a-7b.
If the UE context already exists in the SMSF, the SMSF shall replace the old AMF address with the new AMF address. Otherwise, the SMSF registers with the UDM using Nudm_UECM_Registration with Access Type, SMSF retrieves SMS related subscription data using Nudm_SDM_Get and subscribes to be notified when the SMS related subscription data is modified.


SMSF also creates an UE context to store the SMS subscription information and the AMF address that is serving this UE.

8.
The SMSF responds back to the AMF with Nsmsf_SMService_Activate service operation response message. The AMF stores the SMSF address received as part of the UE context.

9.
The AMF includes the "SMS supported" indication to the UE in the Registration Accept message of step 21 of Figure 4.2.2.2.2-1 only after step 8 in which the AMF has received a positive indication from the selected SMSF.


The "SMS supported" indication in the Registration Accept message indicates to the UE whether the network allows the SMS message delivery over NAS via 3GPP access or via both the 3GPP and non-3GPP access.
4.13.3.2
Deregistration procedures for SMS over NAS

If UE indicates to AMF that it no longer wants to send and receive SMS over NAS (e.g., not including "SMS supported" indication in subsequent Registration Request message) or AMF considers that UE is deregistered or AMF receives Deregistration Notification from UDM indicating UE Initial Registration, Subscription Withdrawn or 5GS to EPS Mobility as specified in clause 5.2.3.2.2, AMF invokes Nsmsf_SMService_Deactivate service operation to trigger the release of UE Context for SMS on SMSF based on local configurations. AMF may delete or deactivate the stored SMSF address in its UE Context. The SMSF shall invoke Nudm_UECM_Deregistration service operation from UDM to trigger UDM to delete SMSF address of the UE. The SMSF also removes the UE Context for SMS, including AMF address.
*********** End of Change  ***********
