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Abstract of the contribution: This paper proposes to document the PC5 based eV2X architecture reference model into TR 23.786.
Introduction
The 5G system architecture is specified in the TS 23.501 section 4.2 and PCF is defined as the converged policy control function entity in the 5G system architecture.
It is proposed to use PCF as the eV2X policy/parameters provisioning functional entity.
* * * * First Change * * * * 

4.3
eV2X Architecture Reference Model
4.3.1
PC5 and Uu based eV2X architecture reference model

Figure 4.3.1-1 shows the high level view of the non-roaming 5G System architecture for PC5 and Uu based V2X communication, using the reference point representation showing how various network functions interact with each other. Service-based interfaces shall be used within the Control Plane (as shown in TS 23.501 clause 4.2.3).
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Figure 4.3.1-1: Non-roaming 5G System architecture for PC5 and Uu based V2X communication
Figure 4.3.1-2 shows the high level view of the roaming 5G System architecture for PC5 and Uu based V2X communication.
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Figure 4.3.1-2: Roaming 5G System architecture for PC5 and Uu based V2X communication
Figure 4.3.1-3 shows the high level view of the inter-PLMN 5G System architecture for PC5 and Uu based V2X communication.
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Figure 4.3.1-3: Inter-PLMN 5G System architecture for PC5 and Uu based V2X communication
* * * * End of Changes * * * * 
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