Page 1



3GPP TSG-SA WG2 Meeting #125 
S2-180559
22 -26 January, 2018, Gothenburg, Sweden            




(revision of S2-18xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.502
	CR
	
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	keeping EBI transfer alignment

	
	

	Source to WG:
	ZTE

	Source to TSG:
	SA WG2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-01-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In the SA2#124 meeting, it was agreed that the allocated EBI information is transferred as UE context in the 5G intra-system handover and is sent by SMF to target AMF in the inter-system handover case (4G->5G). 

The Namf_Communication_CreateUEContext service operation has reflected the above agreement, but the similar change in the Namf_Communication_UEContextTransfer service operation is missing.
This CR keep the alignment in the related service operation

	
	

	Summary of change:
	Adding allocated EBI information to UE context in the Namf_Communication_UEContextTransfer service operation. Update the Nsmf_PDUSession_Update SM Context service operation description

	
	

	Consequences if not approved:
	The allocated EBI information is missing in the inter-AMF HO case.

	
	

	Clauses affected:
	5.2.2.2.2, 5.2.8.2.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


FIRST CHANGE
5.2.8.2.6
Nsmf_PDUSession_Update SM Context service operation

Service operation name: Nsmf_PDUSession_Update SM Context.

Description: It allows to update the AMF-SMF association to support a PDU Session and/or to provide SMF with N1/N2 SM information received from the UE or from the AN.

Input, Required: SUPI.
Input, Optional: PDU Session ID, N1 SM container received from the UE, N2 SM information received from the AN (e.g. N3 addressing information, notification indicating that the QoS targets cannot be fulfilled for a QFI), Operation type (e.g. UP activate, UP deactivate, UP To Be Switched), Serving GW Address(es) and Serving GW DL TEID(s) for data forwarding during HO from 5GS to EPS, UE location information, AN type, UE Time Zone, H-SMF identifier/address, EBI(s) to be revoked.
Output, Required: Result Indication.
Output, Optional: PDU Session ID, Cause, released EBI list, allocated EBI information, N2 SM information (e.g. QFI, UE location information, notification indication indicating that the QoS targets cannot be fulfilled), N1 SM container to be transferred to the AN/UE.

See clause 4.3.3.2 and clause 4.3.3.3 for an example usage of this service operation.
See clause 4.9.1.2.2 for the usage of the "UP To Be Switched" Operation Type.

For the use of the "EBI(s) to be revoked" information, see clause 4.11.1.4.
If the consumer NF is AMF and the SMF determines that some EBIs are not needed, the SMF will put the EBIs back in the released EBI list.
If the consumer NF is AMF and Inter-system mobility happens, the SMF sends allocated EBI information to AMF.
If the NF consumer is AMF and AMF has PDU Session ID information, the PDU Session ID is mandatory for Input parameters. If the AMF does not have PDU Session ID, the PDU Session ID is not required for Input, and is required for Output.
NEXT CHANGE
5.2.2.2.2
Namf_Communication_UEContextTransfer service operation

Service operation name: Namf_Communication_UEContextTransfer
Description: Provides the UE context to the consumer NF.

Input, Required: 5G-GUTI, Reason.

Input, Optional: Integrity protected message from the UE that triggers the context transfer.
Output, Required: The UE context of the identified UE. The UE context is detailled in table 5.2.2.2.2-1.

Output, Optional: Mobile Equipment Identifier (if available), Allowed NSSAI, Mapping Of Allowed NSSAI.

See clause 4.2.2.2.2 for example of usage of this service operation. If the consumer NF sent an integrity protected message from the UE, the AMF uses it to verify whether this request is permitted to retrieve the UE context of the UE. If it is permitted, the AMF provides UE context to the consumer NF in the Namf_Communication_UEContextTransfer response. The following table illustrates the UE Context:

Table 5.2.2.2.2-1: UE Context in AMF
	Field
	Description

	SUPI
	SUPI (Subscription Permanent Identifier) is the subscriber's permanent identity in 5GS.

	SUPI-unauthenticated-indicator
	This indicates whether the SUPI is unauthenticated.

	GPSI
	The GPSI(s) of the UE. The presence is dictated by its storage in the UDM.

	5G-GUTI
	5G Globally Unique Temporary Identifier.

	PEI
	Mobile Equipment Identity 

	Internal Group ID-list
	List of the subscribed internal group(s) that the UE belongs to.

	UE Specific DRX Parameters
	UE specific DRX parameters.

	UE Network Capability
	Indicates the UE network capabilities.

	Events Subscription
	List of the event subscriptions by other CP NFs. Indicating the events being subscribed as well as any information on how to send the corresponding notifications

	AM Policy Information
	Information on AM policy provided by PCF.

	Subscribed RFSP Index
	An index to specific RRM configuration in the RAN that is received from the UDM.

	RFSP Index in Use
	An index to specific RRM configuration in the RAN that is currently in use.

	MICO Mode Indication
	Indicates the MICO Mode for the UE.

	Voice Support Match Indicator
	An indication whether the UE radio capabilities are compatible with the network configuration. The AMF uses it as an input for setting the IMS voice over PS Session Supported Indication.

	UE Radio Capability for Paging Information
	Information used by the RAN to enhance the paging towards the UE (see clause 5.4.4.1 of TS 23.501 [2]).

	Information On Recommended Cells And RAN nodes For Paging
	Information sent by the NG RAN, and used by the AMF when paging the UE to help determining the NG RAN nodes to be paged as well as to provide the information on recommended cells to each of these RAN nodes, in order to optimize the probability of successful paging while minimizing the signalling load on the radio path.

	SMSF Identifier
	The Identifier of the SMSF serving the UE in RM‑REGISTERED state.

	SMS Supported
	Indicates whether the UE supports SMS delivery over NAS via 3GPP access, or via non-3GPP access, or via both the 3GPP and non-3GPP access.

	SEAF data
	Master security information received from AUSF

	For each access type level context within the UE access and mobility context:

	Access Type
	Indicates the access type for this context.

	RM State
	Registration management state.

	Registration Area
	Current Registration Area (a set of tracking areas in TAI List).

	TAI of last Registration Update
	TAI of the TA in which the last registration request was initiated.

	User Location Information
	Information on user location.

	Mobility Restrictions
	Mobility Restrictions restrict mobility handling or service access of a UE in the 5G System. It consists of RAT restriction, Forbidden area, Service area restrictions and Core Network type restriction.

	Security Information for CP
	As defined in TS 33.501 [15].

	Security Information for UP
	As defined in TS 33.501 [15].

	Allowed NSSAI
	Allowed NSSAI consisting of one or more S-NSSAIs for serving PLMN in the present Registration Area.

	Network Slice Instance(s)
	The Network Slice Instances selected by 5GC for this UE.

	
	

	For each PDU Session level context:

	S-NSSAI
	The associated S-NSSAI for the PDU Session.

	Network Slice Instance id
	The network Slice Instance information for the PDU Session

	PDU Session ID
	The identifier of the PDU Session.

	SMF addressing information
	The associated SMF for the PDU Session.

	Access Type
	The current access type for this PDU Session.

	EBI list
	The allocated EBIs for this PDU session.


END OF CHANGES
