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>>> Start Changes <<<<
5.18.4
Network selection in Handover procedure

The NG-RAN uses the selected PLMN (provided by the UE at RRC establishment, or, provided by the AMF/source NG-RAN at N2/Xn handover) to select target cells for future handovers (and radio resources in general) appropriately.

In the case of handover to a shared network:

-
The NG-RAN selects a target PLMN based on either (1) PLMN in use (2), pre-configuration, or (3) the EPLMN list in the Handover Restriction List provided by the AMF. When multiple PLMN IDs are broadcast in a cell selected by NG-RAN for handover, NG-RAN shall select a target PLMN, taking into account the prioritized list of PLMN IDs provided via Handover Restriction list from AMF.
-
For Xn based HO procedure, Source NG-RAN indicates a selected PLMN ID to the target NG-RAN by using target cell ID.

-
For N2 based HO procedure, the NG-RAN indicates a selected PLMN ID to the AMF as part of the TAI sent in the HO required message. Source AMF uses the TAI information supplied by the source NG-RAN to select the target AMF/MME. The source AMF should forward the selected PLMN ID to the target AMF/MME. The target AMF/MME indicates the selected PLMN ID to the target NG-RAN/eNB so that the target NG-RAN/eNB can select target cells for future handover appropriately.
-
For RRC connection release with redirection to E-UTRAN procedure, NG-RAN decides the target network by using PLMN information as defined in the first bullet.
A change in serving PLMN is indicated to the UE as part of the UE registration with the selected network.
>>> End of changes <<<

