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First Change 
5.2.12.2.1
General

Mandatory and optional keys to be used as input parameters for the Nudr_DataManagement Service operations are defined in Table 5.2.12.2.1-2 below.

Table 5.2.12.2.1-2: Data Subsets keys

	Data Subsets
	Key
	Optional key

	Access and Mobility Subscription data
	SUPI
	-

	SMF Selection Subscription data 
	SUPI
	-

	UE context in SMF data
	SUPI
	S-NSSAI

	
	
	DNN

	SMS Management Subscription data 
	SUPI
	

	SMS Subscription data
	SUPI
	-

	Session Management Subscription data
	SUPI
	S-NSSAI

	
	
	DNN

	Slice Selection Subscription data
	SUPI
	-


next CHANGE
5.2.12.2.2
Nudr_DM_Query service operation

Service operation name: Nudr_DM_Query.
Description: NF service consumer requests a set of data from UDR.

Inputs, Required: Data Set Identifier, Key (depending on the Data Subset, see clause 5.2.12.2.1).

Inputs, Optional: Data Subset Identifier(s), optional key(s) for each Data Subset Identifier (see clause 5.2.12.2.1).


Outputs, Required: Requested data.
Outputs, Optional: None.
Next CHANGE
5.2.12.2.3
Nudr_DM_Create service operation
Service operation name: Nudr_DM_Create.
Description: NF service consumer intends to insert a new data record into the UDR, e.g. a NF service consumer intends to insert a new application data record into the UDR.

Inputs, Required: Data Set Identifier, Key (depending on the Data Subset, see clause 5.2.12.2.1).


Inputs, Optional: Data Subset Identifier(s), optional key(s) for each Data Subset Identifier (see clause 5.2.12.2.1). 

Outputs, Required: Result.
Outputs, Optional:
Next CHANGE
5.2.12.2.4
Nudr_DM_Delete service operation
Service operation name: Nudr_DM_Delete.
Description: NF service consumer intends to delete user data stored in the UDR, e.g. a NF service consumer intends to delete an application data record.
Inputs, Required: Data Set Identifier, Key (depending on the Data Subset, see clause 5.2.12.2.1)..


Inputs, Optional: Data Subset Identifier(s), optional key(s) for each Data Subset Identifier (see clause 5.2.12.2.1).


Outputs, Required: Result.
Outputs, Optional: None.
Next CHANGE
5.2.12.2.5
Nudr_DM_Update service operation
Service operation name: Nudr_DM_Update.
Description: NF service consumer intends to update stored data in the UDR.
Inputs, Required: Data Set Identifier, Key (depending on the Data Subset, see clause 5.2.12.2.1), Data.


Inputs, Optional: Data Subset Identifier(s), optional key(s) for each Data Subset Identifier (see clause 5.2.12.2.1).


Outputs, Required: Result.
Outputs, Optional: None.
END OF CHANGES

