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*************** Start of changes ***************

5.2.5.2
Npcf_AMPolicyControl service

5.2.5.2.1
General

Service description: This service provides access control and mobility management related policies to the AMF and UE access selection and PDU Session selection related policies to the UE via the AMF, which includes the following functionalities:

-
Create or Modify policies 
-
Notify AMF of the updated policies which are subscribed; and

-
Delete policies for a UE.

5.2.5.2.2
Npcf_AMPolicyControl_Get service operation

Service operation name: Npcf_AMPolicyControl_Get
Description: Provides the requested policy to the NF Consumer.
Inputs, Required: SUPI.

Inputs, Optional: Information provided by the AMF as define in 6.2.1.2 of TS 23.503 [20], such as Access Type, Permanent Equipment Identifier, GPSI, User Location Information, UE Time Zone, Serving Network, RAT type, List of subscribed Service Area Restrictions, PCF ID, subscribed RFSP Index, when a condition is met, both the condition and its current value are included
Outputs, Required: The requested Access and mobility related policy information as defined in Clause 6.5 of TS 23.503 [20] and UE access selection and PDU Session selection related policy as define in Clause 6.6 of TS 23.503 [20], such as authorized Service Area Restrictions, authorized RFSP Index and URSP.
Outputs, Optional:UE access selection and PDU Session selection policy information.
A list of Policy authorization triggers to request Access and mobility policy information. 
See clause 4.2.2.2.2 (step 16 and 17) for the detail usage of this service operation for AMF. In step 16, the AMF requests the PCF to apply operator policies for the UE; in step 17, the PCF acknowledges AMF with requested policy.

See clause 4.16.1.2 (step 2 and 3) for the detail usage of this service operation for AMF. In step 2, the AMF requests the PCF to apply operator policies for the UE; in step 3, the PCF acknowledges AMF with requested policy.

5.2.5.2.3
Npcf_AMPolicyControl_UpdateNotify service operation

Service operation name: Npcf_AMPolicyControl_UpdateNotify
Description: Provides updated policy, evaluated based on the information provided by the AMF and UDR as define in clause 6.2.1.2 of TS 23.503 [20], to the NF Consumer.

NOTE:
This notification corresponds to an implicit subscription.

Inputs, Required: SUPI and updated policy information as defined in clauses 6.5 and 6.6 of TS 23.501 [2].
Inputs, Optional: 
A list of Policy authorization triggers to request Access and mobility policy information, UE access selection and PDU Session selection policy information

Outputs, Required: Result indication.

Outputs, Optional: Redirection information.

See clause 4.16.2.1 (step 4&5) and clause 4.16.2.2 (step 4) for the detail usage of this service operation for AMF. In those steps, the updated Access and Mobility related policy control information and UE policies are provided to the AMF by the PCF/V-PCF.

If the NF consumer is AMF and the result of the service operation fails, the AMF shall set corresponding cause value in result indication which can be used by the PCF for further action. In case the related UE is not served by the AMF and the AMF knows which AMF is serving the UE, the AMF provides redirection information which can be used by the PCF to resend UE related message to the AMF that serves the UE.
*************** End of changes ***************

