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	Reason for change:
	In the last meeting, there is a debate on whether UPF can consume the NRF service in order to register itself into NRF, like control plane NFs.

Clause 4.2.1, TS 23.501 says: 

-
A service-based representation, where network functions (e.g. AMF) within the Control Plane enables other authorized network functions to access their services. This representation also includes point-to-point reference points where necessary.
It is our understanding that the above bullet means the UPF does not support service based interface in rel-15. To be more specific, it means UPF cannot produce nor consume services from other NFs.

	
	

	Summary of change:
	It is proposed that UPF cannot consume the services from other NFs.

	
	

	Consequences if not approved:
	It is not clear whether UPF can consume services from other NFs in this release.
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1st of CHANGES

4.2.1
General

This specification describes the architecture for the 5G System. The 5G architecture is defined as service-based and the interaction between network functions is represented in two ways.
-
A service-based representation, where network functions (e.g. AMF) within the Control Plane enables other authorized network functions to access their services. This representation also includes point-to-point reference points where necessary.

-
A reference point representation, shows the interaction exist between the NF services in the network functions described by point-to-point reference point (e.g. N11) between any two network functions (e.g. AMF and SMF).

Service-based interfaces are listed in clause 4.2.6. Reference points are listed in clause 4.2.7.

Network functions within the 5GC Control Plane shall only use service-based interfaces for their interactions.

NOTE 1:
The interactions between NF services within one NF will not be specified in this release.

NOTE 2: UPF does not support service-based interfaces in this release, i.e. it cannot produce services nor consume services from other NFs.
End of CHANGES

