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1. Overall Description:

During the SA2 activity on corrections for Rel-15 Stage 2 work on 5GS Network Slicing, a CR was submitted  proposing to remove a statement (in the TS 23.501) which requires that the Allowed NSSAI is provided to NG-RAN when an N2 connection for a successfully Registered UE is in place. 
SA2 was not able to reach an agreement on removing the statement and decided to ask RAN3 for feedback on this before SA2 takes a decision. 

Therefore, SA2 kindly asks RAN3 if the information on Allowed NSSAI for a given UE is required to be made available by the 5GC to the NG-RAN. The Allowed NSSAI is the set of S-NSSAIs which identifies the Network Slices serving the UE in the Tracking Areas belonging in the Registration area, i.e. the Network slices which the AMF allows the UE to use at any time while it remains RM-REGISTERED in cells belonging to the Registration Area.
The definition of Allowed NSSAI is provided in TS 23.501:

Allowed NSSAI: NSSAI provided by the Serving PLMN during e.g. a registration procedure, indicating the S-NSSAIs values to be used by the UE in the Serving PLMN for the current registration area.

And the sentences in the TS is 23.501 are:
The (R)AN may use Requested NSSAI in access stratum signalling to handle the UE Control Plane connection before the 5GC informs the (R)AN of the Allowed NSSAI.
When a UE is successfully registered, the CN informs the (R)AN by providing the Allowed NSSAI.

2. Actions:

To RAN3 group.

ACTION: 
SA2 kindly asks RAN3 to answer the question.
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