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**************************************Start of 1st change*****************************************
[bookmark: _Toc501716415][bookmark: _Hlk504710040]5.7.1.2	QoS Profile
A QoS Flow may either be 'GBR' or 'Non-GBR' depending on its QoS profile. The QoS profile of a QoS Flow contains QoS parameters as described below (details of QoS parameters are described in clause 5.7.2):
-	For each QoS Flow, the QoS profile shall include QoS parameters:
-	A 5G QoS Identifier (5QI) if a standardized or pre-configured 5QI is used; and.
-	An Allocation and Retention Priority (ARP).
-	For each Non-GBR QoS Flow, the QoS profile may also include the QoS parameter:
-	Reflective QoS Attribute (RQA).
-	For each GBR QoS Flow, the QoS profile shall also include the QoS parameters:
-	Guaranteed Flow Bit Rate (GFBR) - UL and DL; and
-	Maximum Flow Bit Rate (MFBR) - UL and DL; and
-	In case of a GBR QoS Flow only, the QoS parameters may also include:
-	Notification control.
-	Maximum Packet Loss Rate - UL and DL.
NOTE:	In this Release, the Maximum Packet Loss Rate (UL, DL) is only provided for a GBR QoS flow belonging to voice media.
Each QoS profile has one corresponding QoS Flow identifier (QFI) which is not included in the QoS profile itself.
For a QoS Flow with a dynamically assigned 5QI, the 5G QoS characteristics are signalled as part of the QoS profile. Details of QoS characteristics are described in clause 5.7.3. The dynamically assigned 5QI value is not included in the QoS profile as it is not used at AN.
The 5QI value may indicate that a QoS Flow have signalled QoS characteristics, and if so, the QoS characteristics are included in the QoS profile. Details of QoS characteristics are described in clause 5.7.3.
**************************************End of changes*******************************************


