Page 1



SA WG2 Meeting #126
S2-182464
Feb 26 – Mar 2, 2018, Montreal, Canada
(revision of S2-181794)
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	23.502
	CR
	0125
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	

	Title:

	Update to PCF-AMF interface and Npcf_AMPolicyControl service

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-02-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
     Rel-15
(Release 15)

     Rel-16
(Release 16)

	
	

	Reason for change:
	As discussed in SA2 125 current model on the AMF-PCF interface has many issues including
· Current model of operation has a GET operation but requires the server (PCF) to store information provided as part of the GET which makes the GET operation not idempotent  

· Current model of operation is sub-optimal in terms of the number of interactions between PCF and AMF,
· Current model of operation has a DELETE operation without a CREATE

	
	

	Summary of change:
	The PCF may provide AMF with policies that may contain

· Access and mobility related policy information as defined in clause 6.5 of TS 23.503 [20]
· UE access selection and PDU Session selection related policy information as defined in clause 6.6 of TS 23.503 [20]
· Policy Control Request Trigger information i.e. a set of Policy Control Request Triggers defined in clause 6.1.3.5 of TS 23.503 [20]. 
When a Policy Control Request Trigger condition is met the AMF shall request the update of the AM Policy Association and provides in this request the information on the Policy Control Request Trigger condition.

When a Policy Control Request Trigger condition is met the AMF shall update the “AM Policy Association” and provide information on the Policy Request Trigger. In its answer the PCF may provide updated policy information. The PCF may at any time provide updated policy information; 

At PDU Session release the SMF requests the deletion of the corresponding SM Policy Association with the PCF;

At UE Deregistration from the network, the AMF requests the deletion of the corresponding AM Policy Association with the PCF

	
	

	Consequences if not approved:
	Unclear and sub-optimal service operation between AMF and PCF that stage 3 cannot well implement.

	
	

	Clauses affected:
	4.16.1.2, 4.16.1.3, 4.16.2, 4.16.3, 5.2.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR …

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


First Change

4.16.1.2
Policy Association Establishment during Registration




[image: image2.emf] 

   

AMF  

V  -  PCF      

H  -  PCF      

4.  Deploy   a ccess and  mobility control policy    

1.   Decision to establish  Policy Association  

2. Npcf_ AMPolicyControl_ Create  

3 . Npcf_ AMPolicyControl_ Create   response  

5a . Npcf_ AMPo licyControl_Update Notify    

5b . Npcf_ AMPolicyControl_Update re sponse  

5c .  Deploy   UE access selection  and PDU  session  selection policy  information    

5a.  Deploy   UE access selection  and PDU session selection policy  information     (A)  

(B )  


Figure 4.16.1.2-1: Policy Association Establishment during Registration

This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V-PCF interacts with the AMF:

1.
Based on local policies, the AMF decides to establish Policy Association with the (V-)PCF during Registration procedure then steps 2 to 3 are performed under the conditions described below.
2.
[Conditional] If the AMF has not yet obtained Access and Mobility policy for the UE or if the Access and Mobility policy in the AMF are no longer valid, the AMF requests the PCF to apply operator policies for the UE from the PCF. The AMF sends Npcf_AMPolicyControl_Create to the (V-)PCF to establish an AM policy control association with the (V-)PCF. The request includes the following information: SUPI, Internal Group (see TS 23.501 [2] § 5.9.7), subscription notification indication and, if available, Service Area Restrictions, RFSP index, GPSI which are retrieved from the UDM during the update location procedure, and may include Access Type and RAT, PEI, ULI, UE time zone, Serving Network. In roaming scenario, the V-PCF contacts the H-PCF.

3.
The (H-)PCF gets policy subscription related information if not available from the UDR using Nudr_User_Data_Management query service operation and makes a policy decision. In roaming scenario, the H-PCF responds to the V-PCF, then the (V-)PCF responds to the Npcf_AMPolicyControl_Create service operation, and provides to the AMF the Access and mobility related policy information as defined in clause 6.5 of TS 23.503 [20] , UE access selection and PDU Session selection related policy information clause 6.6 of TS 23.503 [20] (optionally) and the Policy Control Request Trigger parameters. The AMF is implicitly subscribed in the PCF to be notified of changes in the policies, either per request of the AMF/UE or initiated by the PCF

The PCF determines whether new UE access selection and PDU Session selection policy information have to be included in the answer to the AMF.


If new UE access selection and/or PDU Session selection policies have to be sent to the UE, the PCF checks if the size of these policies exceeds a predefined limit:

NOTE 1:
NAS messages from AMF to UE do not exceed the maximum size limit allowed in RAN (PDCP layer), so the predefined size limit in PCF is related to that limitation.


If the size is under the limit then the UE access selection and PDU Session selection policy information is included in the answer of Npcf_AMPolicyControl_Create service operation.


If the size exceeds the predefined limit the PCF does not include UE access selection and PDU Session selection policy information in the answer and splits this information in smaller logical independent UE access selection and PDU Session selection policy information and ensuring the size of each is under the predefined limit. Each UE access selection and PDU Session selection policy information will be then sent in additional Npcf_AMPolicyControl_UpdateNotify service operations as described in steps in 5(B).


The PCF identifies each UE access selection and PDU Session selection policy information sent to the UE by an ID.

NOTE 2:
The mechanism used to split the UE access selection and PDU Session selection policy information is described in TS 29.507 [32].
4.
[Conditional] The AMF deploys the Access and mobility related policy information which includes storing the Service Area Restrictions, provisioning the UE access selection and PDU Session selection related policy information and Service Area Restrictions to the UE and provisioning the RFSP index and Service Area Restrictions to the RAN as defined in TS 23.501 [2].

5(A).
If the PCF included UE access selection and PDU Session selection policy information in the answer of Npcf_AMPolicyControl_Create service operation in step 3, the AMF deploys the UE access selection and PDU selection policy information to the UE using UE Update Delivery procedure as described in clause 4.2.4.3. Step 5(B) is skipped.

5(B).
If the PCF applied splitting in step 3 it sends Npcf_AMPolicyControl_UpdateNotify service operation to the AMF including one UE access selection and PDU Session selection policy information (step 5a). 
The AMF stores the information and acknowledges the operation (step 5b).
The AMF deploys the UE access selection and PDU selection policy information to the UE using UE Policy delivery procedure. as described in clause 4.2.4.3.

NOTE 3:
The AMF handles transparently the UE access selection and PDU Session selection policy information received from the PCF.


NOTE:
After this step the PCF can subscribe to AMF events for the UE.
4.16.1.3
Policy Association Establishment during AMF relocation
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Figure 4.16.1.3-1: UE Context Establishment during AMF relocation

This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the V-PCF is not involved. In the roaming case, the AMF interacts with the V-PCF and the H-PCF interacts with the V-PCF:

Based on local policies, the AMF decides to establish UE Context with the (V-)PCF during Registration procedure. In case the new AMF receives a PCF ID from the old AMF and successfully contacts the (V-)PCF identified by the PCF ID, the new AMF retrieves the Access and Mobility policy from the PCF. If the PCF identified by the PCF ID cannot be used (e.g. no response from the PCF) or there is no the PCF ID received from the old AMF in the AMF selects a (V-)PCF as described in TS 23.501 [2], clause 6.3.7.1.
2.
The AMF sends Npcf_AMPolicyControl_Create to the (V-)PCF to establish an AM policy control association with the (V-)PCF. The request includes the following information: UE Identity (SUPI), Internal Group (see TS 23.501 [2] § 5.9.7), subscription notification indication, PCF ID if received from old AMF and, if available, Subscribed Service Area Restrictions, subscribed RFSP index which are retrieved from the UDM during the update location procedure, and may include access type and RAT, PEI, ULI, UE time zone, service network.

3.
The (H-)PCF gets policy subscription related information if not available from the UDR using Nudr_User_Data_Management query service operation and makes a policy decision. In roaming scenario, the H-PCF responds to the V-PCF, then the (V-)PCF responds to the Npcf_AMPolicyControl_Create service operation, and provides only the newly updated policies that are applicable, of the Access and mobility related policy information and UE access selection and PDU Session selection related policy information  and the newly updated Policy Control Request Trigger parameters. The AMF is implicitly subscribed in the PCF to be notified of changes in the policies, either per request of the AMF/UE or initiated by the PCF.
Editor's note:
For Service Area Restrictions adjusted by the V-PCF in roaming case, whether the V-PCF acknowledges the UE Context Establishment Request directly or combines them with the other polices from the H-PCF is FFS.

4.The AMF deploys the access and mobility control policy, which includes storing the Service Area Restrictions, provisioning the UE Policy and Service Area Restrictions to the UE and provisioning the RFSP index and Service Area Restrictions to the RAN.



NOTE:
After this step the PCF can subscribe to AMF events for the UE.
4.16.2
Policy Association Modification

There are two cases considered for Policy Association Modification:


 

· - Case A: A Policy Control Request Trigger is met or the AMF determines locally that the new status of the UE context requires new policies  
· Case B: PCF local decision or trigger from other peers of the PCF (i.e. UDR): the procedure is initiated by the PCF.

4.16.2.1
Policy Association Modification requested by the AMF
This procedure is applicable to Case A.
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Figure 4.16.2.1-1:
Policy Association Modification requested by the AMF
This procedure concerns both roaming and non-roaming scenarios.
Editor's note:
It is FFS if there is the case that the AF sends information related to the subscriber to the PCF which triggers the mobility policy update to the AMF where this procedure is also applicable.

In the non-roaming case the V-PCF is not involved. In the roaming case, it is the V-PCF to make a final policy decision, and H-PCF is not involved.

1.

 When a Policy Control Request Trigger the is met or the AMF determines locally that the new status of the UE context requires new policies, the AMF updates AM Policy Control Association and provides information on the conditions that have changed to the PCF by invoking Npcf_AMPolicyControl_Update.
2.
The PCF stores the information received in step 1 and makes the policy decision.

3. The PCF responds to the AMF of the updated Access and Mobility related policy control information and the updated Policy Control Request Trigger parameters..

4.
The AMF deploys the access and mobility control policy, which includes storing the Service Area Restrictions, provisioning the Service Area Restrictions to the RAN and UE.

4.16.2.2
Policy Association Modification initiated by the PCF
This procedure is applicable to Policy Association modification due to Case A and Case C.
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Figure 4.16.2.2-1: Policy Association Modification initiated by the PCF
This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF. In the roaming case, it is the H-PCF to make a final policy decision, and provide the policy to the AMF via V-PCF, the V-PCF may provide AMF access and mobility policy control to the AMF based on roaming agreements, i.e. operator policies in V-PCF are configured for roamers.


1a.
[Conditional] If (H-)PCF subscribed to notification of subscriber´s policy data change and a change is detected, the UDR detects that the subscriber´s policy data of a UE has been changed. 

The UDR notifies the (H-)PCF of the updated subscriber profile via Nudr_User_Data_Management_Notify service operation service operation including SUPI and the updated subscriber policy data. 
1b. [Conditional] PCF determines locally that the new status of the UE context requires new policies.
2.
The (H-)PCF makes the policy decision, the H-PCF interacts with the V-PCF in roaming case.

3.
[Conditional] The V-PCF checks if the size of the resulting UE access selection and PDU Session selection policy information exceeds a predefined limit:

NOTE 1:
NAS messages from AMF to UE do not must not exceed the maximum size limit allowed in RAN (PDCP layer), so the predefined size limit in PCF is related to that limitation.

-
If the size is under the limit then the access and mobility control policy and UE access selection and PDU Session selection policy information are included in a single Npcf_AMPolicyControl_UpdateNotify service operation.

-
If the size exceeds the predefined limit the PCF only includes access and mobility control policy in the Npcf_AMPolicyControl_UpdateNotify service operation. The PCF splits the UE access selection and PDU Session selection policy information in smaller logical independent UE access selection and PDU Session selection policy information and ensuring the size of each t is under the predefined limit. Each UE access selection and PDU Session selection policy information will be then sent in additional Npcf_AMPolicyControl_UpdateNotify service operations as described in steps in 6(B).

NOTE 2:
The mechanism used to split the UE access selection and PDU Session selection policy information is described in 29.507 [32].


The PCF identifies each UE access selection and PDU Session selection policy information sent to the UE by an ID.

4.
[Conditional] The AMF deploys the Access and mobility related policy information, which includes storing the Service Area Restrictions, provisioning of the Service Area Restrictions and provisioning the RFSP index and Service Area Restrictions to the NG-RAN.

5(A).
[Conditional] If the PCF included UE access selection and PDU Session selection policy information in Npcf_AMPolicyControl_UpdateNotify service operation in step 4, the AMF deploys the UE access selection and PDU selection policy information to the UE using UE Policy Delivery procedure as described in clause 4.2.4.3. Step 6(B) is skipped.

5(B).
[Conditional] If the PCF applied split in step 4 it sends Npcf_AMPolicyControl_UpdateNotify service operation to the AMF including one UE access selection and PDU Session selection policy information (step 5a).


The AMF deploys the UE access selection and PDU selection policy information to the UE using UE Policy delivery procedure described in clause 4.2.4.3.

NOTE 3:
The AMF handles transparently the UE access selection and PDU Session selection policy information received from the PCF.

4.16.3
Policy Association Termination

4.16.3.1
General

The following case is considered for Policy Association Termination:

-
UE Deregistration from the network.

Editor's note:
It is FFS if the Policy Association Termination procedure is applicable in the case the policy profile is fully removed in the UDR.

4.16.3.2
AMF-initiated Policy Association Termination
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Figure 4.16.3.2-1: AMF-initiated Policy Association Termination

This procedure concerns both roaming and non-roaming scenarios.

In the non-roaming case, the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V‑PCF interacts with the AMF. The V‑PCF contacts the H-PCF to request removing Policy Association unless V-PCF provides AMF access and mobility control to the AMF based on roaming agreements.
In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF.
1.
The AMF decides to terminate the Policy Association during Deregistration procedure or due to mobility with change of AMF in the registration procedure, then if a Policy Association was established with the (V-)PCF steps 2 to 3 are performed.

2.
[Conditional] The AMF sends the Npcf_AMPolicyControl_Delete service operation including SUPI to the (V-)PCF.

3.
The (V-)PCF removes the policy context for the UE and replies to the AMF with an Acknowledgement including success or failure. The V-PCF may interact with the H-PCF. The (H-)PCF unsubscribes to subscriber policy data changes.

4.
[Conditional] The AMF removes the Access and Mobility Control Policy related to the UE. The AMF deletes the subscription to AMF detected events for that PCF.

SECOND CHANGE
5.2.5
PCF Services
5.2.5.1
General

The following table illustrates the PCF Services.

Table 5.2.5.1-1: NF services provided by PCF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer (s)

	Npcf_AMPolicyControl
	Create
	Request/Response
	AMF, V-PCF

	
	Update
	Request/Response
	AMF

	
	UpdateNotify
	Subscribe/Notify
	AMF, V-PCF

	
	Delete
	Request/Response
	AMF

	Npcf_Policy Authorization
	Create
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Notify
	Subscribe/Notify
	AF, NEF

	
	Subscribe
	
	AF, NEF

	
	Unsubscribe
	
	AF, NEF

	Npcf_SMPolicyControl
	Get
	Request/Response
	SMF

	
	UpdateNotify
	Subscribe/Notify
	SMF

	
	Delete
	Request/Response
	SMF

	Npcf_BDTPolicyControl
	Get
	Request/Response
	NEF

	
	Update
	Request/Response
	NEF


THIRD CHANGE
5.2.5.2
Npcf_AMPolicyControl service

5.2.5.2.1
General

Service description: NF Service Consumer, e.g. AMF can create and manage a AM Policy Association in the PCF through which the NF Service Consumer receives policy information for a UE.
As part of this service, the PCF may provide the NF Service Consumer, e.g. AMF with policy information about the UE that may contain:
· Access and mobility related policy information as defined in clause 6.5 of TS 23.503 [20];
· UE access selection and PDU Session selection related policy information as defined in clause 6.6 of TS 23.503 [20];
· Policy Control Request Trigger of AM Policy Association. When such a Policy Control Request Trigger is met the NF Service Consumer, e.g. shall contact PCF and provide information on the Policy Request Trigger condition that has been met.
At Npcf_AMPolicyControl_Create, the NF Service Consumer, e.g. AMF requests the creation of a corresponding “AM Policy Association” with the PCF (Npcf_AMPolicyControl_Create) and provides relevant parameters about the UE context to the PCF. When the PCF has created the AM Policy Association, the PCF may provide policy information as defined above. 
When a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. AMF requests the update (Npcf_AMPolicyControl_Update) of the AM Policy Association by providing information on the condition(s) that have been met. The PCF may provide updated policy information to the NF Service Consumer.

The PCF may at any time provide updated policy information (Npcf_AMPolicyControl_UpdateNotify); 

At UE deregistration the NF Service Consumer, e.g.AMF requests the deletion of the corresponding AM Policy Association.




5.2.5.2.2
Npcf_AMPolicyControl_Create service operation

Service operation name: Npcf_AMPolicyControl_Create
Description: NF Service Consumer can request the creation of a AM Policy Association and by providing relevant parameters about the UE context to the PCF.
Inputs, Required: SUPI (or PEI in case of emergency PDU Session without SUPI)
Inputs, Optional: Information provided by the AMF as define in 6.2.1.2 of TS 23.503 [20], such as Access Type, Permanent Equipment Identifier, GPSI, User Location Information, UE Time Zone, Serving Network, RAT type, List of subscribed Service Area Restrictions, PCF ID, subscribed RFSP Index and Internal Group (see TS 23.501 [2] § 5.9.7).
Outputs, Required: None.
Outputs, Optional: The requested Access and mobility related policy information as defined in Clause 6.5 of TS 23.503 [20], UE access selection and PDU Session selection related policy as define in Clause 6.6 of TS 23.503 [20], such as authorized Service Area Restrictions, authorized RFSP Index and URSP, and Policy Control Request Trigger 
See clause 4.2.2.2.2 (step 16 and 17) for the detail usage of this service operation for AMF. In step 16, the AMF requests the PCF to apply operator policies for the UE; in step 17, the PCF acknowledges AMF with requested policy.

See clause 4.16.1.2 (step 2 and 3) for the detail usage of this service operation for AMF. In step 2, the AMF requests the PCF to apply operator policies for the UE; in step 3, the PCF acknowledges AMF with requested policy.
5.2.5.2.3
Npcf_AMPolicyControl_UpdateNotify service operation

Service operation name: Npcf_AMPolicyControl_UpdateNotify
Description: Provides to the NF Service Consumer, e.g. AMF updated Policy information for the UE context evaluated based on the information previously provided by the PCF and the UDR.
NOTE:
This notification corresponds to an implicit subscription.
Inputs, Required: SUPI(or PEI in case of emergency PDU Session without SUPI).
Inputs, Optional:  Policy information for the UE context as define in 5.2.5.1.
Outputs, Required: Success or failure..

Outputs, Optional: None.


See clause 4.16.2.2 for the usage of this service operation.
5.2.5.2.4
Npcf_AMPolicyControl_Delete service operation

Service operation name: Npcf_AMPolicyControl_Delete
Description: Provides means for the NF Consumer to delete the AM policy control association.. 
Inputs, Required: SUPI (or PEI in case of emergency PDU Session without SUPI).

Inputs, Optional: None.

Outputs, Required: Success or Failure.

Outputs, Optional: None.
See clause 4.2.2.2.2 (step 20 and 21) for the detail usage of this service operation for AMF. In step 20, the old AMF requests to delete the UE context in the PCF; in step 21, the PCF deletes the UE context and acknowledges the old AMF.

See clause 4.16.3.2 (step 2 and 3) for the detail usage of this service operation for AMF. In step 2, the AMF initiates the UE Context termination procedure; in step 3 the PCF deletes the session contexts.
5.2.5.4.5
Npcf_AMPolicyControl_Update service operation

Service operation name: Npcf_AMPolicyControl_Update
Description: NF Service Consumer, e.g. AMF can request the update of the AM Policy Association to receive updated Policy information for the UE context.
Inputs, Required: PDU Session Id and SUPI (or PEI in case of emergency PDU Session without SUPI)
Inputs, Optional: Information on the Policy Control Request Trigger condition that has been met, such as location change, change of UE presence in PRA, Serving Area Restriction change and RFSP index change. 
Outputs, Required: Success or not.
Outputs, Optional: Policy information for the PDU Session as defined in clause 5.2.5.4.1.
See clause 4.16.2.1 for the usage of this service operation.
END OF CHANGES
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