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1. Overall Description:

SA2 thanks RAN3 for their LS on supporting non-3GPP access in NGAP.
SA2 would like to answer the following:
· RAN3 Q1: RAN3 was wondering whether an N3IWF would need to be identified via a specific Global N3IWF ID in NGAP. It was commented that the NGAP procedures involving routing that would need to make use of such a specific identification are not supported in the context of an N3IWF, and the only procedures utilising such identification are interface management procedures (NG Setup, etc) but any identity could be indicated there, e.g. use an eNB or gNB ID.
SA2 answer: On stage 2 aspects, the AMF shall be able to recognize whether the access node is a N3IWF or a RAN node when receiving a NG Setup Request. In rel-15 it is possible to use the TAI to differentiate between N3IWF and RAN node but it is not the purpose of the TAI to differentiate between access node types. Furthermore, in later releases it should also be possible to allow additional non-3GPP access entities than N3IWF e.g. for wireline access.     
· RAN3 Q2: On User Location Information, TS 23.501 §5.6.2 specifies that an N3IWF: provides an UE local IP address (to reach the N3IWF), It was commented that such indication may provide a misleading address in case of private networks and therefore may not be useful.
SA2 answer: it is understood that the UE local address may be subject to NAT (e.g. in case of “Carrier Grade NAT” enforced by a BNG) but in some cases such as emergency calls over non-3GPP access, where TAI cannot be used as UE location information, this is the only information that the PLMN can use to fulfil regulatory requirements (in order to provide NPLI - Network Provided Location Information- as defined in TS 23.228). Hence this information shall be specified over NGAP. Network Provided Location Information may also have to be provided by the N3IWF and stored in 5GC for data retention purpose.
2. Actions:

To RAN3 group:
ACTION: 
SA2 kindly ask RAN3 to take above answers into account.
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