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***** Start of Changes *****

5.15.4.2
Update of UE Network slicing configuration

At any time, the AMF may provide the UE with a new Configured NSSAI for the Serving PLMN, associated with mapping of the Configured NSSAI to the Configured NSSAI for the HPLMN. The AMF provides the new Configured NSSAI as specified in TS 23.502 [3], clause 4.2.4 UE Configuration Update procedure.
If the HPLMN performs the configuration update of a UE registered in the HPLMN (e.g. due to a change in the Subscribed S-NSSAI(s)), this results in updates to the Configured NSSAI for the HPLMN. Updates to the Allowed NSSAI or/and, if present, to the associated mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN are also possible if the configuration update affects S-NSSAI(s) in the current Allowed NSSAI.
If the VPLMN performs the configuration update of a UE registered in the VPLMN (e.g. due to a change in the Subscribed S-NSSAI(s)), this results in updates to the Configured NSSAI for the Serving PLMN or/and to the associated mapping of the Configured NSSAI for the Serving PLMN to the Configured NSSAI for the HPLMN. Updates to the Allowed NSSAI or/and to the associated mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN are also possible if the configuration update affects S-NSSAI(s) in the current Allowed NSSAI.
A UE for which the Configured NSSAI for the Serving PLMN has been updated and has deleted the stored Allowed NSSAI as described in clause 5.15.4.1 shall initiate a Registration procedure to receive a new valid Allowed NSSAI (see clause 5.15.5.2.1).

The update of URSP rules (which include the NSSP), if necessary, is described in TS 23.503 [45]. 
***** End of Changes *****

