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Abstract of the contribution: This paper summarizes and proposes a way forward for the remaining ENs in TS 23.502.
Discussion
There were 16 Editor's notes and one FFS in TS 23.502v15.1.0.
The ENs can be categorized as follows:

Category 1:
ENs decribing what clause contains
Category 2:
ENs describing that there are dependencies to other WGs
Category 3:
Outdated ENs / already resolved elsewhere
Category 4:
ENs stating that whether further details needed (or not) is FFS
Category 5:
Technical ENs stating that how (or whether) to do something is FFS
Category 6: Alignment is needed wrt other agreed changes

At SA2#127 meeting 4 Editor's notes were removed by 2 CRs, i.e. 12 Editor's notes and one FFS remains as shown in the table below (Numbering is kept from presentation in January).
	Number
	EN
	Clause
	Category
	Comments
	Volunteer

	3
	It is FFS how UE Radio capabilities are provided.
	4.2.2.2.2
General Registration
	Cat 5
	The appropriate procedures in TS 23.502 should be updated and the EN removed.
	Lenovo, Genadi

	10
	The need to send Paging Cause to (R)AN and UE is FFS.
	4.2.3.3
Network Triggered Service Request
	Cat 5
	
	Ericsson, S2-184871

	11
	Inter-system procedures e.g. EPC to 5GC are FFS.
	4.2.3.3
Network Triggered Service Request
	Cat 5
	
	Ericsson, S2-184871

	12
	Whether we need this procedure need be checked with RAN WG.
	4.2.8

Feature specific UE/RAN Radio information and Compatibility Request procedure
	Cat 2
	Agreement (at SA2#124) to wait for final feedback from RAN2/RAN3, i.e. keep EN not later than RAN functional freeze date (June).
	Ericsson, Paul

	14
	The referenced step numbers in clause 4.3.2.2 may need to be further aligned according to the updates in clause 4.3.2.2.
	4.3.5.2
Change of SSC mode 3 PDU Session Anchor with multiple PDU Sessions
	Cat 6
	
	Removed by CR0326 in S2-183528

	15
	This request can either be sent as an indication when the UE context is established towards RAN, or after the UE context has been established. Details concerning N2 messages and the information contained in these messages will be aligned with RAN WG3.
	4.8.3
N2 Notification procedure
	Cat 2
	Dependency to RAN3
	

	16
	Details concerning RRC and N2 messages and the information contained in these messages will be aligned with RAN WG2 and RAN WG3.
	4.8.3
N2 Notification procedure
	Cat 2
	Dependency to RAN2 and RAN3
	

	19
	Whether 5GS Security Context can be derived from the EPS Security Context should be clarified by SA3 study.
	4.11.1.2.2.2
EPS to 5GS handover using N26 interface - Preparation phase
	Cat 2
	Dependency to SA3.
	

	22
	HO/Mobility procedures between 3GPP AN and non-3GPP and vice versa is to be added.
	4.12
Procedures for non-3GPP access
	Cat 3
	Already added.
	Removed by CR311 in S2-184106.

	23
	The details of the NAS messages (i.e. PDU Session Release Request and PDU Session Release Response) including message name and parameters, are FFS and should be align with PDU Session Release procedure via 3GPP access.
	4.12.7

UE Requested PDU Session Release via Untrusted non-3GPP access
	Cat 6, 4?
	
	Removed by CR311 in S2-184106.

	24
	The details of the initial NAS message to transport the NAS payload (e.g. whether service request can be reused) are FFS and may require CT WG1 feedback.
	4.13.3.4
MO SMS using one step approach in CM-IDLE
	Cat 2
	Dependency to CT1
	

	25
	Addition of authorization steps is FFS.
	4.15.3.2.4
Exposure with bulk subscription
	Cat 5?
	
	Ericsson, S2-185086

	31
	The listed fields for each subscription data type are non-exhaustive and additional contents are FFS.
	5.2.3.3.1
Nudm_SubscriberDataManagement (SDM) Service - General
	Cat 4
	
	Ericsson, Peter
S2-184870

	33
	The negotiation of AKA variant has dependency to SA3 work.
	5.2.10.2.2
Nausf_UEAuthentication_Authenticate service operation
	Cat 2
	Dependency to SA3.
	Removed by CR0317 in S2-184228

	34
	Handling of encrypted/unencrypted SUPI has dependency to SA3 work on subscription privacy.
	5.2.10.2.2
Nausf_UEAuthentication_Authenticate service operation
	Cat 2
	Dependency to SA3.
	Removed by CR0317 in S2-184228

	35
	How NWDAF services work while roaming is FFS.
	5.2.11

NWDAF Services
	Cat 5
	
	KDDI, Takeshi

	39
	Inputs, Optional: FFS.
	5.2.11.3.2
Nnwdaf_AnalyticsInfo_Request service operation
	CAT 5
	No EN.
	Ericsson, Peter
S2-184870


Proposal
If all ENs related to submitted CRs are removed then the remaining ENs are of Category 2 i.e. it has a dependency to other WGs. Previously it was proposed to remove those ENs before June plenary independent if feedback was received from the other WGs.

It is proposed to discuss if we keep the remaining ENs or draft a CR removing those as they should have been solved in the dependent WG.
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