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	Reason for change:
	The current specification text reads:
If the AMF releases the NGAP UE-TNLA-binding, then the AN has to re-create the NGAP-UE-TNLA-binding with the same AMF for subsequent N2 messages.
It is unclear whether the AN has to re-create the new NGAP-UE-TNLA-binding immediately or if it can leave the NGAP UE association “dangling” and do the rebinding only when a new MO or MT procedure is initiated.

	
	

	Summary of change:
	This CR clarifies that the AN shall re-create the TNLA binding upon the first subsequent message corresponding to MO or MT transaction.


	
	

	Consequences if not approved:
	Unclear when the AN can initiate re-creation of a new TNLA binding.
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	Other comments:
	


######################### START CHANGES ###########################
4.2.7.2.5
NGAP UE-TNLA-binding per UE Release procedure

At any time the AMF may decide to release the NGAP UE-TNLA binding while keeping the UE in CM-CONNECTED state while keeping the corresponding N3 interface. The AMF releases the NGAP UE-TNLA binding by sending a UE-specific NGAP UE-TNLA binding release message on the current TNL association.

If the AMF releases the NGAP UE-TNLA-binding without sending AMF unavailable status indication, then the AN shall re-create the NGAP-UE-TNLA-binding with the same AMF as specified in clause 4.2.7.2.3 upon the first subsequent N2 message corresponding to  AN-initiated or AMF-initiated UE-specific signalling.
If the AMF releases the NGAP UE-TNLA-binding after AMF unavailable status indication, then the AN has to re-create the NGAP-UE-TNLA-binding with a different AMF. The 5G-AN re-creates N2AP UE-TNLA-binding for subsequent N2 messages for the given UE as specified in clause 4.2.7.2.3.

######################### END CHANGES ###########################
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