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1. Overall Description:

RAN2 would like to thanks RAN3 and CT1 for the LSes:
R2-1804203/C1-181790 LS on TAI and forbidden TAI list for 5GS
R2-1801726/R3-180634 LS on Extending TAC for NR and NG-RAN
RAN2 discussed the topic of extending TAC for 5GS for LTE connected to 5GC and can provide the following responses: 

1) RAN3 asked for feedback on the following agreement in RAN3:

NGAP will support a CHOICE between the legacy TAC (2 octets) and the new extended TAC (3 octets) to be signaled within the TAI. A gNB supporting NR cells may use either the legacy TAC or the new extended TAC, while an en-gNB supporting LTE cells may only use the legacy TAC.

RAN2 response: While RAN2 specifications can be extended to support 3 octet TAC for NR and LTE connected to 5GC, it requires extensions to LTE RRC signalling.  A combination of 2 and 3 octet TACs  for 5GC in LTE RRC for E-UTRA connected to 5GC is also feasible but  RAN2 is of the opinion that introducing both 3 and 2 octet 5GC TACs  may bring additional complexity in the future and should be considered only if there is a strong motivation.

2) CT1 question: 

If an eNB is connected both to an EPC and to a 5GC, and the cell is not a shared network cell, will the eNB broadcast only 1 TAI value which is common for E-UTRA connected to EPC and for E-UTRA connected to 5GC, or will it broadcast 2 TAI values, one for E-UTRA connected to EPC and for E-UTRA connected to 5GC each? 

RAN2 response: RAN2 has agreed to broadcast separate TACs for the 5GC PLMNs for E-UTRA connected to 5GC.  Hence eNB is able to broadcast two TACs for each PLMN connected to both EPC and 5GC, one for E-UTRA connected to EPC and another for E-UTRA connected to 5GC. This applies for the RAN sharing case and the non RAN sharing case.

2. Action:

To RAN3, CT1 groups.

ACTION: 
RAN2 respectfully asks RAN3 and CT1 to take into consideration RAN2 response in their specification design.
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