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Abstract of the contribution: This paper provides a conclusion for Solution#8 on Key issue #IMS-4: Support of emergency services by UEs attached for RLOS
Introduction
Two solutions (as follows) have been proposed in Solution #8 to support emergency service by UEs attached for RLOS. 
7.8.2.1
UE performs detach from RLOS and then do emergency Attach

7.8.2.2
UE stays RLOS attached, and establishes emergency PDN connection

As described in Table 1 of S2-184639 (in SA2#127), 
Solution 7.8.2.1 works in any scenarios, 
Solution 7.8.2.2 may not work in the following scenario and will have to fall back to solution 7.8.2.1. In addition, new ESM cause needs to be specified in solution 7.8.2.2 to inform the UE why the emergency PDN connection is rejected.
If behaviour b) in clause 4.13.12 of 3GPP TS 23.401 [5] is supported, and if authentication is skipped during RLOS attach, the establishment of an emergency PDN connection will be rejected by the network. 
Note: The possibility to perform authentication for RLOS attached UE agreed in S2-187127 is not yet reflected in Solution #7 in TR23.715 v0.6.1.

To minimize the impact on the UE and MME, it’s proposed to adopt only the solution in clause 7.8.2.1.
Proposal

It is proposed to update 23.715 as follows:

FIRST CHANGE 
9
Conclusions

Editor's note:
This clause will capture agreed conclusions from the study.

The following conclusion is adopted for Key issue #IMS-4: Support of emergency services by UEs attached for RLOS:

· Solution in clause 7.8.2.1 “UE performs detach from RLOS and then do emergency Attach” is adopted to support emergency service for a RLOS attached UE.

END OF CHANGES 
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