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**** Start of Changes ****
[bookmark: _Toc517103871]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "Technical Specification Group Services and System Aspects; System Architecture for the 5G System".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.203: "Policies and Charging control architecture; Stage 2".
[5]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[6]	3GPP TS 23.179: "Functional architecture and information flows to support mission-critical communication service; Stage 2".
[7]	3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; Stage 2".
[8]	3GPP TS 32.240: "Charging management; Charging architecture and principles".
[9]	3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[10]	3GPP TS 23.161: "Network-Based IP Flow Mobility (NBIFOM); Stage 2".
[11]	3GPP TS 23.261: "IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2".
[12]	3GPP TS 23.167: "3rd Generation Partnership Project; Technical Specification Group Services and Systems Aspects; IP Multimedia Subsystem (IMS) emergency sessions".
[bookmark: _Hlk494379414][13]	3GPP TS 29.507: "Access and Mobility Policy Control Service; Stage 3".
[14]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[15]	3GPP TS 22.011: "Service Accessibility".
[16]	3GPP TS 23.221: "Architectural requirements".
[17]	3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[18]	3GPP TS 24.526: "User Equipment (UE) policies for 5G System (5GS); Stage 3”.


**** Next Changes ****

[bookmark: _Toc517103986]6.6.2	UE Route Selection Policy information
[bookmark: _Toc517103987]6.6.2.1	Structure Description
The UE Route Selection Policy (URSP) includes a prioritized list of URSP rules.
Table 6.6.2.1-1: UE Route Selection Policy
	Information name
	Description
	Category
	PCF permitted to modify in a URSP
	Scope

	URSP rules
	1 or more URSP rules as specified in table 6.6.2.1-2
	Mandatory
	Yes
	UE context



The structure of the URSP rules is described in Table 6.6.2.1-2 and Table 6.6.2.1-3.
Table 6.6.2.1-2: UE Route Selection Policy Rule
	Information name
	Description
	Category
	PCF permitted to modify in a UE context
	Scope

	Rule Precedence
	Determines the order the URSP rule is enforced in the UE.
	Mandatory
(NOTE 1)
	Yes
	UE context

	Traffic descriptor
	This part defines the traffic descriptors for the policy
	
	
	

	Application identifiers
	Application identifier(s) 
	Optional
	Yes
	UE context

	IP descriptors
	IP 3 tuple(s) (destination IP address or IPv6 network prefix, destination port number, protocol ID of the protocol above IP)
	Optional
	Yes
	UE context

	Non-IP descriptors
	Descriptor(s) for non-IP traffic
	Optional
	Yes
	UE context

	DNN
	This is the DNN information provided by the application
	Optional
	Yes
	UE context

	List of Route Selection Descriptors
	A list of Route Selection Descriptors. The components of a Route Selection Descriptor are described in table 6.6.2.1-3
	Mandatory
	
	

	NOTE 1: Rules in a URSP shall have different precedence values.



Table 6.6.2.1-3: Route Selection Descriptor
	Information name
	Description
	Category
	PCF permitted to modify in URSP
	Scope

	Route Selection Descriptor Precedence 
	Determines the order in which the Route Selection Descriptors are to be applied. 
	Mandatory
(NOTE 1)
	Yes
	UE context

	Route selection components
	This part defines the route selection components
	Mandatory
(NOTE 2)
	
	

	SSC Mode Selection
	One single value of SSC mode.
	Optional
	Yes
	UE context

	Network Slice Selection
	Either a single value or a list of values of S-NSSAI(s).
	Optional
	Yes
	UE context

	DNN Selection
	Either a single value or a list of values of DNN(s).
	Optional
	Yes
	UE context

	PDU Session Type Selection
	One single value of PDU Session Type
	Optional
	Yes
	UE context

	Non-seamless Offload indication
	Indicates if the traffic of the matching application is to be offloaded to non-3GPP access outside of a PDU Session.
	Optional
(NOTE 3)
	Yes
	UE context

	Access Type preference
	Indicates the preferred Access Type (3GPP or non-3GPP) when the UE establishes a PDU Session for the matching application.
	Optional
	Yes
	UE context

	NOTE 1:	Every Route Selection Descriptor in the list shall have a different precedence value.
NOTE 2:	At least one of the route selection component shall be present.
NOTE 3:	If this indication is present in a Route Selection Descriptor, no other components shall be included in the Route Selection Descriptor.



Each URSP rule contains a Rule Precedence value that determines the priority of the rule within the policy. Rules in a URSP shall have different precedence values.
Each URSP rule contains a Traffic descriptor that determines when the rule is applicable.
Each URSP rule contains a list of Route Selection Descriptors containing one or multiple Route Selection Descriptor(s) each having a different Route Selection Descriptor Precedence value. A Route Selection Descriptor contains one or more of the following components:
-	Session Continuity Mode: Indicates that the traffic of the matching application shall be routed via a PDU Session supporting SSC Mode.
-	Network Slice Selection: Indicates that the traffic of the matching application shall be routed via a PDU Session supporting any of the included S-NSSAIs, see clause 5.15.4 in TS 23.501 [2]. It includes one or more S-NSSAI(s).
-	DNN Selection: Indicates that the traffic of the matching application shall be routed via a PDU Session supporting any of the included DNNs. It includes one or more DNN(s). When DNN is used in Traffic Descriptor, corresponding Route Selection Descriptor of the rule shall not include DNN Selection component.
-	PDU Session Type Selection: Indicates that the traffic of matching application shall be routed via a PDU session supporting the included PDU Session Type. The possible PDU Session Types are defined in clause 5.6.10 in TS 23.501 [2].
-	Non-Seamless Offload indication: Indicates that traffic of the matching application is to be offloaded to non-3GPP access outside of a PDU Session when the rule is applied. If this component is present in a Route Selection Descriptor, no other components shall be included in the Route Selection Descriptor.
-	Access Type Preference: If the UE needs to establish a PDU Session when the rule is applied, this indicates the Access Type (3GPP or non-3GPP) on which the PDU Session should be established.
NOTE 1:	The structure of the URSP does not define how the PCF splits the URSP when URSP cannot be delivered to the UE in a single NAS message.
In the case of network rejection of the PDU Session Establishment Request, the UE may trigger a new PDU Session establishment based on the rejection cause and the URSP policy.
When the PCF provisions URSP rules to the UE, one URSP rule with a "match all" traffic descriptor may be included.
The URSP rule with the "match all" traffic descriptor is used to route the traffic of applications which do not match any other URSP rules and shall therefore be evaluated as the last URSP rule, i.e. with lowest priority. There shall be only one Route Selection Descriptor in this URSP rule.
NOTE 2:	How to set the URSP rule with the "match all" traffic descriptor as the URSP rule with lowest priority is defined in TS 24.501 [14]24.526 [18].
[bookmark: _Toc517103988]6.6.2.2	Configuration and Provision of URSP
The UE may be provisioned with URSP rules by PCF of the HPLMN. When the UE is roaming, the PCF in the HPLMN may update the URSP rule in the UE. In addition, the UE may be also pre-configured with URSP rules (e.g. by the operator).
Only the URSP rules provisioned by the PCF is used by the UE, if both URSP rules provisioned by the PCF and pre-configured URSP rules are present.
[bookmark: _Toc517103989]6.6.2.3	UE procedure for associating applications to PDU Sessions based on URSP
For every newly detected application the UE evaluates the URSP rules in the order of Rule Precedence and determines if the application is matching the Traffic descriptor of any URSP rule.
When the Application ID, DNN or traffic of the application is found matching a Traffic descriptor in an URSP rule, the UE shall select a Route Selection Descriptor within this URSP rule in the order of the Route Selection Descriptor Precedence. The selected Route Selection Descriptor shall be only valid if all of the following criteria are fulfilled:
-	If any S-NSSAI(s) is present, the S-NSSAI(s) is in the Allowed S-NSSAI(s).
-	If any DNN is present and the DNN is an LADN DNN, the UE is the area of availability of this LADN.
When a valid Route Selection Descriptor is found, the UE determines if there is an existing PDU Session that matches all components in the selected Route Selection Descriptor. The UE compares the components of the selected Route Selection Descriptor with the existing PDU Session(s) as follows:
-	For a component which only contains one value (e.g. SSC mode), the value of the PDU Session has to be identical to the value specified in the Route Selection Descriptor.
-	For a component which contains a list of values (e.g. Network Slice Selection), the value of the PDU Session has to be identical to one of the values specified in the Route Selection Descriptor.
When a matching PDU Session exists the UE associates the application to the existing PDU Session, i.e. route the traffic of the detected application on this PDU Session.
If the UE determines that there is more than one existing PDU Session which matches (e.g. the selected Route Selection Descriptor only specifies the Network Slice Selection, while there are multiple existing PDU Sessions matching the Network Slice Selection with different DNNs), it is up to UE implementation to select one of them to use.
If none of the existing PDU Sessions matches, the UE tries to establish a new PDU Session using the values specified by the selected Route Selection Descriptor. If the PDU Session Establishment Request is accepted, the UE associates the application to this new PDU Session. If the PDU Session Establishment Request is rejected, based on the rejection cause, the UE selects another combination of values in the currently selected Route Selection Descriptor if any other value for the rejected component in the same Route Selection Description can be used. Otherwise, the UE selects the next Route Selection Descriptor in the order of the Route Selection Descriptor Precedence, if any.
The UE re-evaluates the URSP rules and may change the association of applications to PDU Sessions if the UE experiences certain conditions, for example:
-	periodic URSP rules re-evaluation based on UE implementation;
-	an existing PDU Session that is used for routing traffic of an application based on a URSP rule is released;
-	the URSP is updated by the PCF;
-	the UE moves from EPC to 5GC;
-	UE registers over 3GPP or non-3GPP access;
-	UE establishes connection to a WLAN access.
Details of the conditions are defined by TS 24.501 [14] 24.526 [18].
If the selected Route Selection Descriptor contains a Non-Seamless Offload indication and the UE has established a connection to a WLAN access, the UE routes the traffic matching the traffic descriptors of the URSP rule via the WLAN access outside of a PDU session.


**** End of Changes ****
