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Abstract of the contribution: Removes Key Issue 18 from TR 23.724. 
Discussion
During SA2#128, we approved 23.502 CR0621 (S2-187587), which added the following NEF services to TS 23.502 in Rel-15:
· Nnef_ChargeableParty to set a chargeable party at AF session setup and change the chargeable party during the session
· Nnef_AFsessionWithQoS for setting up an AF session with required QoS 
During CT3#97Bis, CRs 0005 and 006 were agreed to implement these services in TS 29.522.
Since these services will be part of Rel-15, there is no need to study their introduction in Rel-16.
Proposal
It is proposed to remove Key Issue 18 from TR 23.724.

**** First change ****
[bookmark: _Hlk518922932]5.18	VoidKey Issue 18: Support of PCF Related APIs
[bookmark: _Toc519580029]5.18.1	Description
This key issue addresses how the NEF provides functionality related to the T8 Change of Chargeable Party and QoS Configuration API's.
TS 23.682 [6] defines T8 procedures that may be used by the SCS/AS to set, or change, the chargeable party that is associated with a flow and procedures for configuring the QoS of a flow.
[bookmark: _Toc519580030]5.18.2	Architectural requirements
-	The Nnef interface should provide functionality equivalent to the T8 "Change of Chargeable Party" and "QoS Configuration." APIs.
[bookmark: _Toc519580031]5.18.3	Architectural baseline
-	The NEF shall use the Npcf_Policy_Authorization service on its southbound interface to provide the provide the necessary functionality on its northbound (Nnef) interface.
-	The NEF shall expose the T8 Change chargeable party request on the Nnef interface. The API's "Description of the application flows", "Sponsor Information", "Sponsoring Status" parameters will be translated to the parameters of the Npcf_Policy_Authorization service as follows.
-	"Description of the application flows" is mapped to "flow description"
-	"Sponsor Information" and "Sponsoring Statu" are mapped to "sponsored data connectivity"
-	The NEF shall expose the T8 QoS Configuration API request on the Nnef interface. The API's "UE IP address", "Description of the application flows", and "QoS reference" parameters will be translated to the parameters of the Npcf_Policy_Authorization service.
-	"Description of the application flows" is mapped to "flow description"
-	"QoS reference" is mapped to "bandwidth requirements" and "Priority indicator" based on operator polices.
[bookmark: _Toc519580032]5.18.4	Open issues
None
**** Next change ****
[bookmark: _Toc519580551]7.18	VoidKey Issue 18: Support of PCF Related APIs
Editor's note:	This clause will capture the evaluation for key issue 18.
**** Next change ****
[bookmark: _Toc519580570]8.18	VoidKey Issue 18: Support of PCF Related APIs
Editor's note:	This clause will capture conclusions for key issue 18.
**** End of changes ****
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