SA WG2 Temporary Document

Page 1

SA WG2 Meeting #S2-128BIS
S2-188337
20 - 24 August, 2018, Sophia Antipolis, France
(revision of S2-18xxxx)
Source:
NEC
 
Title:
Evaluation of Solutions on handling AF influence on traffic routing
Document for:
Approval
Agenda Item:
6.12
Work Item / Release:
 FS_ETSUN
Abstract of the contribution: This contribution provides evaluation to solution 13 and solution 15, both related to AF influence on traffic routing
 Discussion
This paper proposes to include in TR 23.726 pros and cons corresponding to solution 13 and solution 15, both related to AF influence on traffic routing. Proposed pros and cons are described below.  
Proposal

It is proposed to add the following text into TR 23.726.

/***************************  First changes ************************/
6.13.5   Solution Evaluation
Pros and cons of this solution are described below:

Pros 

· Allows PCF to directly send policies locally i.e. to I-SMF located in the local administrative domain
Cons

· PCF needs to support and manage multiple associations for SM policies i.e. to A-SMF and one/more I-SMF(s)
· Requires Nxx/N16 enhancements e.g. to enable A-SMF to provide PCF details to I-SMF; and also in Alt#1 to enable I-SMF to report network resource usages to A-SMF
· Needs changes to CHF e.g. to interface with A-SMF as well as I-SMF(s) for the same PDU session, and to aggregate received resource usages, etc
/*************************** Second changes ************************/
6.15.5   Solution Evaluation
Pros and cons of this solution are described below:

Pros 

· No impact to PCF/CHF and A-SMF interfaces i.e. to Npcf/N7 and to Nchf: any insertion or removal of I-SMF(s) is hidden from PCF thus requiring no corresponding changes to PCF
· There is no requirement on PCF to determine which AF received policies to be sent to A-SMF and which ones to I-SMFs 

· Aligned with Rel-15 and no change to the procedures on AF influence to traffic routing
Cons

· Nxx interface between A-SMF and I-SMF needs to be enhanced. Changes are required e.g. to transfer PCC policies to I-SMF and also to get resource uses information from I-SMF to A-SMF
*** End of changes ****
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