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[bookmark: OLE_LINK6]Abstract of the contribution: This contribution is a resubmission of S2-174595/5388, proposing architectural assumptions for Mutually Exclusive Access to Network Slices, a.k.a MEANS.
1	Introduction 
For an extensive discussion of the reasons of the definition and the architectural assumptions, please see S2-184595 and the report of the discussions during SA2#127.
2.	Proposal 
Based on the observations above, it is proposed to capture in the TR the following architectural assumptions for our work on mutually exclusive access to network slices.
7171:
-	kept the first bullet, as indeed it is not obvious that eNS work should be based on Rel-15 baseline (as discussion has shown in documents presented after this one)
-	remove change to bullet 2, and mark optional support of MEANS as an explicit bullet.
-	remove last bullet on sensible HPLMN deployment, as the architectural assumptions should not prevent networks to badly configure their network.
7247:
-	Remove for now the assumption of optionality of MEANS support for the UE.
-	Further clarify that the MEANS-supporting Rel-16 UE shall be able to operate in a Rel-15 5GS.
First change
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For Mutually Exclusive Access to Network Slices the following assumptions apply:
-	It is assumed that the support of mutually exclusive access to network slices uses Rel-15 network slicing feature as the baseline.
-	Support of the Mutually Exclusive Access to Network Slices in a PLMN shall not impact Rel-15 5G UEs' behaviour.
.
-	The network operator shall be able to ensure that the UE is prevented to access Network Slices which are mutually exclusive for that UE.
-	It is assumed that a UE supporting mutually exclusive access to network slices shall be able to operate in a Rel-15 5GS.
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