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	Reason for change:
	Functionality is defined for retrieving T-ADS based information in section 5.16.3.6, but there is nothing that actually states:

a) What T-ADS is;

b) How the information that is provided by the AMF to IMS is used and by what in the IMS system. 

c) What other information is used by T-ADS is making a targetting decision.

e.g. A UE might not be IMS registered, UE may have activiated PS Data off which voice is not exempt, IMSoPS is not set and the MT session is for voice or IMSoPS is not set and the MT session is for file transfer 

In adding the missing description for T-ADS also need to take into account the IMSoPS for non 3GPP access as that could be set to false and in such circumstances a call should not be delivered over non 3GPP access.
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	Other comments:
	


****FIRST CHANGE****
5.16.3.3
Homogeneous support for IMS voice over PS Session supported indication
5GC shall support the usage of "Homogeneous Support of IMS Voice over PS Sessions" indication between AMF and UDM.

When the AMF initiates Update Location procedure to the UDM, it shall:

-
if "IMS Voice over PS Sessions" is supported homogeneously in all TAs in the serving AMF for the UE, include the "Homogeneous Support of IMS Voice over PS Sessions" indication set to "Supported";

-
if none of the TAs of the serving AMF supports "IMS Voice over PS Sessions" for the UE, include the "Homogeneous Support of IMS Voice over PS Sessions" indication set to "Not supported";

-
if "IMS Voice over PS Sessions" support is either non-homogeneous or unknown, not include the "Homogeneous Support of IMS Voice over PS Sessions" indication.

The UDM shall take this indication into account when doing Terminating Access Domain Selection (T-ADS) procedure for IMS voice.

NOTE:
A TA supports "IMS Voice over PS Sessions" if the serving AMF indicates IMS voice over PS Session Supported Indication over 3GPP access to the UE, as described in clause 5.16.3.2. In order to support routing of incoming IMS voice calls to the correct domain, the network-based T-ADS (see TS 23.292 [63] and TS 23.221 [23]) requires that there is homogeneous support/non-support of IMS voice over PS session for all registered TAs of the UE.

****SECOND CHANGE****

5.16.3.6
Terminating domain selection for IMS voice

When requested by IMS, the UDM/HSS shall be able to query the serving AMF for T-ADS related information. T-ADS is a functionality located in the IMS and is performed as specified in TS 23.221 [23].
The AMF shall respond to the query with the following information unless the UE is detached:

-
whether or not IMS voice over PS Session is supported in the registration area (s) where the UE is currently registered;
-
whethe or not IMS voice over PS Session Supported Indication over non-3GPP access is supported in the WLAN where the UE is currently registered;
-
the time of the last radio contact with the UE; and

-
the current Access Type and RAT type.
