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Abstract of the contribution: This contribution proposes to solve one editor’s note in solution 12 in TR 23.731.
Discussion
Solution 12 has the following Editor’s Note: 
Editor’s Note: What information can be regarded as location information for untrusted Non-3GPP access is FFS.
This contribution propose to solve this editor’s note in clause 6.12. 

*** start of changes ***
6.12
Solution 12: LCS support for non-3GPP access
6.12.1
Introduction
The solution is intended to address or resolve, partly or completely, the following key issues:

· Key Issue 1: Enhancement to LCS Architecture
· Key Issue 12: LCS support for non-3GPP access
6.12.2
Functional Description
6.12.2.1
Architecture 
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Figure 6.12.2-1: Non-roaming reference architecture 
Figure 6.12.2-1 is similar to Figure 4.4.4.1-1 in TS 23.501 [4] with the following differences:

· LRF is removed, because it’s not relevant to commercial location services. 

· Untrusted Non-3GPP access type is added

· SUPL Location Platform (SLP) is added

· The Nle interface between SUPL Location Platform and LMF is added.

Editor’s Note: Whether the SUPL messages can be sent between the UE and SLP via the 3GPP control plane is FFS.


If the UE only registered to untrusted non-3GPP access, the following information can be regarded as UE location information:

· UE local IP address and optionally UDP or TCP source port number,
· BSSID of the attached AP or BSSID of detected AP, 
· Civic address and/or geospatial location information. (More details can refer to Note 1 and Note 5 in solution 13.)
*** End of changes ***
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