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Abstract of the contribution: This contribution proposes to finalize the current set of interim conclusions for TR 23.731.
1.
 Introduction

The conclusions in clause 8 of TR 23.731 are currently all listed as “interim conclusions”. It is proposed to make all these conclusions final by removing the word “interim”. It is also proposed to clean up clause 8 by removing the redundant editor’s notes in clause 8 and clause 8.1 and converting the editor’s note in clause 8.0 into a normative note. Other small editorial changes (e.g. corrections and improvements) are also proposed.
2.
Proposed Changes to TR 23.731
**** FIRST CHANGE ****

8
Conclusions


8.0 General conclusions
For complete end to end support, Solution 14 is to be used as the baseline for the development of Rel-16 normative work.

NOTE: 
Other selected solutions should be aligned and made compatible with Solution 14 in a normative phase.
8.1
Conclusions of key issue 1

1.
Key issue 1 has the following conclusions: Rel‑16 LCS architecture includes following NFs:

AMF, V-LMF, V-GMLC, H-GMLC, UDM, NEF and external LCS client.

2.
LRF is part of the rel-16 eLCS architecture, of which the functionality is not enhanced from rel-15.

Solution 1 (Option A) is seen to provide useful support in terms of functional assignment for system handling functions and positioning functions. The detailed functional assignments will be dependent on the specific selected solutions for other key issues

8.2
Conclusion for Key Issue #4
The following conclusion is reached for the R16 development for UE privacy setting update, storage and verification:
-    UE indicates to the network the privacy setting, and the privacy setting can be stored as a Data Subset of the Subscription Data stored in the UDR that is accessed by the UDM
-   For 5GC_MT_LR request, the GMLC determines whether to disallow subsequent LCS requests from external LCS clients based on the privacy setting obtained from the UDM.
8.3
Conclusion for Key Issue #12


It is concluded that location information for non-3GPP access shown in column "Untrusted WLAN Access" of Table 6.13.2-1 of solution 13, should be adopted.
It is concluded that Solution 13 provides acceptable support for Key Issue #12.
8.4
Conclusion for Key Issues #3, #6 and #8
It is concluded that Solution 21 provides acceptable support for Key Issues #3, #6 and #8. This is conditional on RAN agreement on support for EDT in Rel-16.
8.5
Conclusion for Key Issue #7
For Key Issue 7 
for exposure of location service to AF outside of HPLMN, it is concluded that NEF should provide new APIs to the AF, and related services and service operation need be provided on Nnef interface.
It is concluded that Solution 23 provides acceptable support for Key Issue #7. It is noted that Solution 23 includes Solution 9 as a subset.

8.6
Conclusion for Key Issue #9 and #10

It is concluded that the positioning methods defined for EUTRA Rel-15 and NR Rel-15 are supported by solutions 1 to 25 and thus no additional solutions are necessary for the purpose of supporting these positioning methods.

8.7
Conclusion for Key Issue #14
For Key Issue 14: Positioning Access selection for LCS service, the following conclusions are reached:
-
Conclusion 1: For MT-LR reached at GMLC, the GMLC shall query UDM for target UE information (e.g. serving AMF addresses). If target UE is served by different AMFs from different PLMN for non-3GPP access and 3GPP access respectively, the GMLC shall use returned information from UDM and local policy to select one access type, i.e. one which AMF, to continue this location request.
Editor Note: It is FFS how to handle the case that position resulted from selected access type cannot meet the LCS Qos requirement.
-
Conclusion 2: For MT-LR reached at GMLC, if the GMLC find target UE is served by only one AMF, the GMLC firstly use this AMF to continue this location request.
**** END OF CHANGE ****
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