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Attachments:
For the “enhanced Network Automation” SID, SA2 discussed Key issue #13 in TR 23.791  which is related to retrieving UE analytics data from UE to NWDAF.

SA2 discussed how to retrieve UE analytics data from UE to NWDAF and is evaluating whether to collect the application QoE parameter from UE to NWDAF. SA2 askes SA4 to define the QoE metrics for the applications.
SA2 understands that for the application that wants to collect the QoE information from UE, the algorithm to calculate the QoE and the QoE metrics should be standardized by 3GPP, otherwise, the UE will not be tested about the reported parameters. If different algorithms applied in different UEs, the received QoE information can not reflect the same status of the application performance. 
SA2 understands that for 3GPP defined applications like MMTEL, streaming etc the application QoE is already defined by SA4 and if SA2 thinks the QoE parameter is a necessary information required from UE, SA4 can define the algorithm.
2. Actions:

To SA4 group.

ACTION: 
SA2 asks SA4 
1. to confirm SA3 has defined the QoE metrics for 3GPP defined applications like MMTEL, streaming etc.
2. whether it is possible to define QoE metrics/algorithms for applications that are not 3GPP defined

3. Date of Next SA2 Meetings:
SA2#130
21 - 25 Jan 2019

Kochi, India

SA2#131
25 Feb - 1 Mar 2019

Santa Cruz de Tenerife, Spain

