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	Reason for change:
	In the last meeting, the CR (S2-1810828) is agreed. With N26, the AMF initiates the PDU session release if the PDU sessions are not expected to be transferred to EPC, i.e.  no EBI(s) allocated to them, and corresponding to the PGW-C+SMF which is not contacted by AMF for SM context.
But for the 4G->5G mobility with N26, it is not cleae how to handle the PDN connection which can not be transferred to 5GS.

	
	

	Summary of change:
	The MME initiates the PDN connection release if the PDN connction can not be transferred to 5GS with N26. Add new subcluase to 4.11.1.5 (Impacts to EPS Procedures) for HO and idle mobility.

	
	

	Consequences if not approved:
	it is not cleae how to handle the PDN connection which can not be transferred to 5GS.

	
	

	Clauses affected:
	4.11.1.5.X, 4.11.1.5.Y

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


FIRST CHANGE
4.11.1.5.x
EPS to 5GS handover using N26 interface

In step 5 of clause 4.11.1.2.2.3, For the PDN connection which is not transferred to 5GS, the MME initiate the PDN connection release as specified in 3GPP TS 23.401 [13].
4.11.1.5.Y
EPS to 5GS idle mobility using N26 interface

In step 15 of clause 4.11.1.3.3, For the PDN connection which is not transferred to 5GS, the MME initiate the PDN connection release as specified in 3GPP TS 23.401 [13].
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