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Abstract of the contribution: This paper proposes an overall evaluation for Key Issue 13.
1
Discussion
This paper provides an evaluation of the 3 Key Issue 13 solutions.
2
Proposal

This contribution proposes to implement the following updates to TR 23.791 v 1.1.0.
* * * Start of Change * * *

7.x
Key Issue 13: UE Driven Analytics
Solutions 15, 16, and 17 are for key issue 13.

In Solution 15, when the UE has analytic information to send, the UE adds a header to uplink PDUs and the header is populated by the UE with analytics information. The UPF provides the analytic information to the NWDAF. Solution 15 does not address what information is collected from the UE or how collected information is used by the NWDAF. It only provides a framework for collecting data from the UE.

In Solution 16, the UE uses NAS messaging to send analytic information to the NWDAF (via the AMF). In solution 15, the NWDAF uses UE analytic information to assist the NSSF in making slice selection decisions. Solution 15 does not address what information is collected from the UE.

In Solution 17, the NWDAF uses a new interface to the management system to collect analytic information from the UE. The Management system uses existing MDT procedure to collect analytic information from the UE. Solution 17 does not address what information is collected from the UE or how the collected information is used by the NWDAF. It only provides a framework for collecting data.

All three of the Key Issue 13 solutions generally focus on how to collect data from the UE and do not provide much detail about how the data is used by the NWDAF. Table 7.x-1 shows a comparison of the Key Issue 13 Solutions

Table 7.x-1: Key Issue 13 Solution Comparison
	
	Solution 15 

Providing UE Analytics to the NWDAF via the User Plane
	Solution 16

Use of UE analytics in the 5GC
	Solution 17

Trace based solution to collect UE related information in NWDAF

	Does the solution provide a mechanism to collect analytic data from the UE?
	Yes
	Yes
	Yes

	Does the solution describe specific types of data to collect from the UE?
	No
	No
	No

	Does the Solution describe how the NWDAF uses the collected data?
	No
	Yes, to assist the NSSF with slice selection.
	No

	Operator Configuration Mechanism
	Collection Polices provided to the UE via existing PCF procedures.
	Not addressed.
	Collection Polices provided to the UE via existing MDT procedures.

	User Configuration Mechanism
	Implementation Based
	Not addressed.
	Not addressed.

	Collection Triggers
	Based on the configured policy.
	Not addressed.
	Based on the configured policy.

	Privacy Aspects
	Already part of the PDU Session 
	Not addressed.
	Not addressed.

	Integrity of Information
	Already part of the PDU Session 
	Not addressed.
	Not addressed.

	RAN Impact from the Collection Mechanism
	(R)AN is told by the SMF if the header is included, this is needed for header compression.
	None Identified
	None Identified

	Is the collection mechanism slice aware?
	Yes
	No
	No
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