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	Reason for change:
	as discussed in tdoc S2-1810367, the UE benefits from indication that equivalent PLMNs share the same network slicing configuration. If this is not the case then the UE needs to operate assuming it obtains independent configuration. It is also necessary to provide UE vendors with a recommendation on minimum number of Network slicing configurations storage to effectively support quivalent PLMN concept in 5GS.

	
	

	Summary of change:
	a new clause is added in slicing clause 5.15.x describing how to support network slicing if equivalent PLMNs are used in the serving PLMN.


	
	

	Consequences if not approved:
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[bookmark: _Toc517082093]5.15.x	Equivalent PLMNs support aspects
If the Registered PLMN informs the UE of equivalent PLMN List and the equivalent PLMNs share the common network slicing configuration, then the RPLMN AMF indicates in the following messages that the UE shall use the Network Slicing configuration for the current RPLMN also for other PLMNs in the EPLMN list:
1) In the Registration Accept message, 
2) In the UE Configuration Update Command
NOTE:	There can be up to 15 equivalent PLMNs in addition to the RPLMN, and the UE is required to support storage of the HPLMN Network slicing configuration, It is recommended UEs to support storage of a sufficient number of Network slicing configurations to allow smooth operation whether equivalent PLMNs use common or independent network slicing configurations.
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