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	Reason for change:
	A liaison from CT4 (S2-1810022) questioned the need for SUPI in NAI format.

Indeed, according to TS 33.501, the UE identity in NAI format that is provided by the 5G UE as part of EAP-AKA’ (i.e. in response to the EAP-Request/Identity or EAP-Request/AKA-Identity message) is always a SUCI.
Moreover, it is unclear whether the network-specific identifier can take a format other than NAI.

	
	

	Summary of change:
	This CR clarifies that:

1) When UE needs to indicate its SUPI to the network, it shall always provide it in concealed form.
2) the network-specific identifier always take the the form of an NAI.
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######################### START CHANGES ###########################

5.9.2
Subscription Permanent Identifier

A globally unique 5G Subscription Permanent Identifier (SUPI) shall be allocated to each subscriber in the 5G System and provisioned in the UDM/UDR. The SUPI is used only inside 3GPP system, and its privacy is specified in TS 33.501 [29].
The SUPI may contain:

-
an IMSI as defined in TS 23.003 [19], or

-
a network-specific identifier, used for private networks as defined in TS 22.261 [2].

A SUPI containing a network-specific identifier shall take the form of a Network Access Identifier (NAI) using the NAI RFC 7542 [20] based user identification as defined in TS 23.003 [19].

When UE needs to indicate its SUPI to the network (e.g. as part of the Registration procedure), the UE provides the SUPI in concealed form as defined in TS 23.003 [19].
In order to enable roaming scenarios, the SUPI shall contain the address of the home network (e.g. the MCC and MNC in the case of an IMSI based SUPI).

For interworking with the EPC, the SUPI allocated to the 3GPP UE shall always be based on an IMSI to enable the UE to present an IMSI to the EPC.

######################### END CHANGES #####################
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