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* * * First change* * * *
6.1.3.x
Event reporting from the PCF
The AF may subscribe/unsubscribe to notifications of events from the PCF for the PDU Session to which the AF session is bound.

The events that can be subscribed by the AF are listed in Table 6.1.3.x-1.

Table 6.1.3.x-1: Events relevant for reporting from the PCF
	Event
	Description
	Conditions for reporting
	Availability for Rx PDU Session 
	Availability for N5 PDU Session 
	Availability for Bulk Subscription
(NOTE 1)

	PLMN Identifier Notification
	The PLMN identifier where the UE is currently located.
	AF
	Yes
	Yes
	Yes

	Change of Access Type
	The Access Type and, if applicable, the RAT Type of the PDU Session has changed.
	AF
	Yes
	Yes
	Yes

	Signalling path status
	The status of the resources related to the signalling traffic of the AF session.
	AF
	Yes
	No
	No

	Access Network Charging Correlation Information
	The Access Network Charging Correlation Information of the resources allocated for the AF session.
	AF
	Yes
	No
	No

	Access Network Information Notification
	The user location and/or timezone when the PDU Session has changed in relation to the AF session.
	AF
	Yes
	No
	No

	Reporting Usage for Sponsored Data Connectivity
	The usage threshold provided by the AF has been reached; or the AF session is terminated;


	AF
	Yes
	Yes
	No

	Resource allocation status
	The status of the resources related to the AF session (established/released).
	AF
	Yes
	No
	No

	QoS targets can no longer (or can again) be fulfilled
	The QoS targets can no longer (or can again) be fulfilled by the network for (a part of) the AF session.
	AF
	No
	Yes
	No

	Out of credit
	Credit is no longer available.
	AF
	Yes
	No
	No

	NOTE 1: Additional parameters for the subscription as well as reporting related to these events are described in TS 23.502 [3].
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