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1.	Discussion
At the last SA2 the Default Configured NSSAI was defined and it was decided to postpone how the HPLMN can provided an updated value of the Default Configured NSSAI to the UE.
1. 1 Triggers for the Default Configured NSSAI Update
Triggers for the delivery of an updated value of the Default Configured NSSAI to the UE are:
- 	Detection of change of SUPI-PEI pairing, e.g. in case of SIM swapping. This detection is performed by the UDM, i.e. the UDM detects such switch, since the detection is used for other functionality also.
-	Change in subscription information for the UE or change in configuration of the HPLMN: the UDM also is aware of this and can trigger the delivery of the new value to the UE.

1.2	What type of solution should be used?
A PCC-based solution may be suitable for updating the Default Configured NSSAI in the UE. However, this requires:
- 	the Default Configured NSSAI to be defined as an element of the UE policy, completelys eparate from other elements like URSP and ANDSP
-	approproate triggering interfaces so when the UDM determines the need to deliver a new Default Configured NSSAI to the UE, the PCF can create a new UE policy containing the updated value and deliver the new policy to the UE. The UDM in fact does not interface with the PCF, and cannot natively trigger the PCF to generate a new UE policy to deliver it to the UE. On the contrary, the UDM can interact directly with the AMF and, when the UE is authenticated and authorized to access a 5G network via the AMF, the UDM can inform the AMF of the need to deliver a new Default Configured NSSAI to the UE.
A control plane solution with UDM providing the new value to the AMF, and with direct NAS transport of parameters from AMF to UE enables the procedure to be triggered directly from the UDM to the AMF, without going through any other function. Moreover, the size of the Default Configured ID is not expected to be large enough to exceed the maximum size of a NAS control plane message, so there is no need size issue with using control plane.
Consequently, a control-plane based solution with direct NAS transport is more suitable.
Proposal 5: The solution for Default Configured NSSAI update shall be control plane-based using direct NAS transport between AMF and UE and direct triggering from UDM and AMF.

1.3 Dedicated Procedures for parameters updates?
For the update of the Default Configured NSSAI, a PCC solution could be used (if defined), or a similar solution to the Routing ID could be used.
Alternatively, a transfer from UDM to AMF to UE is possible, and is necessary if security needs to be provided for the parameter to be delivered.
Proposal 6: it is proposed that a procedure is used to update from the HPLMN to the UE parameters generated and related to the UDM such as the Default Configured NSSAI.

1.4 Which procedures/message to use for control plane-based solution?
The following NAS control plane procedures/messages can be used to send the updated informationto the UE:
1. REGISTRATION ACCEPT message
-	This enables the network to send the updated parameters during the initial registration procedure. However it is not required for the UE to receive the data during intial registration, since when the REGISTRATION ACCEPT message is sent to the UE, the UE has already been authenticated by the network. This forces the network to wait until the UE initiates a registration procedure to be able to send the data to the UE, whereas using a message from a a network-initiated procedure allows the network to send the data to the UE anytime.
2. [bookmark: _Hlk526515305]CONFIGURATION UPDATE COMMAND message
· This enables the network to send the data to the UE anytime, but there is currently no built-in mechanism in the generic UE configuration update procedure to ensure end-to-end security between the UE and the HPLMN in case the procedure is performed while the UE is roaming. 
· Moreoever, the update of the Default Configured NSSAI is triggered and comes from the UDM, so it is not part of "access and mobility management-related parameters decided and provided by the AMF" and thus is outside the scope of the generic UE configuration update procedure as currentlly specified (see especially stage 3 in TS 24.501 subclause 5.4.4.1).
3. DL NAS TRANSPORT message
-	Using this also enables the network to send the data to the UE anytime
-	Since it is already used for the steering of roaming procedure in 5GS as specified in TS 23.122 Annex C.3, there is an existing mechanism specified by SA3 to ensure end-to-end security between the UE and the HPLMN in case the procedure is performed while the UE is roaming, which can be re-used for the purposes described in this paper.
Proposal 7: Use the solution as specified in TS 23.122 Annex C.3 with the DL NAS TRANSPORT message as basis for Default Configured NSSAI update procedure. Define a specific procedure in TS 23.502 to enable this, since the procedure in TS 23.122 is dedicated to SoR.

4. Proposal
[bookmark: _Hlk525828376]Based on the analysis in the previous section, it is proposed to use a solution based on the solution specified for steering of roaming in TS 23.122 Annex C.3 with the DL NAS TRANSPORT message as basis for update procedure for the updating the Default Configured NSSAI in the UE.
The following procedure is taken from the TS 23.122 solution for steering of roaming and to be added in TS 23.502.

1. The UDM to the AMF: The UDM notifies the changes of the information related to the UE to the affected AMF by the means of invoking Nudm_SDM_Notification service operation. The Nudm_SDM_Notification service operation contains the UDM Update Data (e.g. “Default Configured NSSAI update data”) that needs to be delivered transparently to the UE over NAS within the Access and Mobility Subscription data. The UDM update data includes:
a) The updated parameters to be delivered to the UE (e.g. the Default Configured NSSAI)
b) optionally, the updated Protection Scheme ID
c) whether the UE needs to send an ack to the UDM
d) whether the UE needs to re-register after updating the data
2. The AMF to the UE: the AMF sends a DL NAS TRANSPORT message to the served UE. The AMF includes in the DL NAS TRANSPORT message the transparent container received from the UDM. The UE verifies based on mechanisms defined in TS 33.501 [X] the UDM update data is provided by HPLMN, and:
a) If the security check on the UDM Update Data is successful, the UE stores the information and uses those parameters from that point onwards for SUCI calculation; and
b) If the security check on the UDM Update Data fails, the UE discards the contents of the UDM Update Data;
3. The UE to the AMF: If the UE has verified that the UDM Update Data is provided by HPLMN and the UDM has requested the UE to send an ack to the UDM, the UE sends an UL NAS TRANSPORT message to the serving AMF with a transparent container including the UE acknowledgement;
4. The AMF to the UDM: If the AMF receives an UL NAS TRANSPORT message with a transparent container carrying a UE acknowledgement from the UE, the AMF sends a Nudm_SDM_Info request message including the transparent container to the UDM;
5. If the UDM has requested the UE to re-register, the UE waits until it goes back to idle and initiates a mobility registration update.
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