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Reason for 
change:

In 23.060, 24.008 and other specifications handled by at least N1 and N3, the terms “in GSM” and “in UMTS” are used to describe a behaviour or “mode of operation” in a UE and a 2G/3G SGSN. This behaviour is depending on if the Gb interface or Iu interface is in use due to the different function division in GSM and UMTS.

The introduction of GERAN in R00 may not fit very well with the terms “in GSM” and “in UMTS” since GERAN has both a Gb interface and a Iu interface. Therefore, it would be good to make an editorial change the use of terminology.

It is here proposed to use the terms “in 2G mode of operation” (2GMO) and “in 3G mode of operation” (3GMO).

A corresponding CR on 24.008 has been submitted to the N1 meeting.
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3
Definitions, Abbreviations, and Symbols

3.1
Definitions

For the purposes of the present document the following definitions apply. Additional applicable definitions can be found in 3G TS 22.060 and 3G TS 25.401.

GPRS: Packet Services for GSM and UMTS systems.

(2GMO only): indicates that this (sub)clause or paragraph applies only to a  system or sub-system which operate in a 2G mode of operation, i.e. with a functional devision that is in accordance with the use of an A or a Gb interface between the radio access network and the core network. 
(3GMO only): indicates that this (sub)clause or paragraph applies only to a  system or sub-system which operate in a 3G mode of operation, i.e. with a functional devision that is in accordance with the use of an Iu interface between the radio access network and the core network.. 
In 2GMO , …: indicates that this paragraph applies only to a  system or sub-system which operate in a 2G mode of operation, i.e. with a functional devision that is in accordance with the use of an A or a Gb interface between the radio access network and the core network. 
In 3GMO , …: indicates that this paragraph applies only to  system or sub-system which operate in a 3G mode of operation, i.e. with a functional devision that is in accordance with the use of an Iu interface between the radio access network and the core network. 
inter-system change: change of radio access between different radio access technologies such as GSM and UMTS.

MS: this specification makes no distinction between MS and UE.

2G‑ / 3G‑
: prefixes 2G‑ and 3G‑ refer to functionality that supports only GSM or UMTS, respectively, e.g., 2G‑SGSN refers only to the GSM functionality of an SGSN. When the prefix is omitted, reference is made independently from the GSM or UMTS functionality.

