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Abstract of the contribution: Proposes conclusions to KI#7, addressing how IMS can utilize the services of Npcf.
Discussion

The current study document (TR 23.794) has 4 solutions addressing aspects of KI#7:
· Solution #9 – describes what enhancements to Npcf services and operations are needed for IMS to use these services instead of the Rx Interface.
· Solution #14 – describes how the IMS application function (P-CSCF) can subscribe to PCF for location notification.
· Solutions #20 and #21- both describe how the IMS function supporting both legacy Rx and N5 interface selects the correct interface for a particular device; both solutions propose different configuration-based approaches.
Upon further review it is apparent that solution #9 and solution #14 are not mutually exclusive, therefore it is proposed that both solutions be used as the basis for normative work.

Both solutions (#20 and #21) to side issue of selecting between Rx and N5 interfaces propose using configuration based on currently provided information, therefore it is proposed that no normative description of these solution be included, however an informative “NOTE” may be added.
There has not been any solution proposal describing a new method by which IMS discovers/selects the PCF – therefore it is proposed that the existing method (by which any AF discovers a PCF) is adopted.
It is also proposed to document that further study work related to IMS utilizing Npcf will be undertaken by stage 3, to align with plenary agreement.

Proposal
It is proposed to add the following (all new) text to TR 23.794:

**** Start of Change ****

8.x Conclusions Related to Key Issue #7
Regarding key issue of “How can IMS utilize services provided by Npcf” the following is concluded:

· IMS can utilize the services of the PCF as a AF using existing Npcf services.

· Solution #9 and #14 are adopted as the basis for enhancing Npcf to support IMS specific functions.

· A note will be added to TS 23.228 clarify that the selection between Rx and N5 will be based on configuration in the IMS.

· IMS will utilize existing 5GC discovery mechanisms to discover and select the PCF.

· Any further study related to this key issue in release 16 will be undertaken by stage 3.
**** End of Change ****
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